
Model Numbers Feature Highlights
☐ SK3510PD Single Handle Pull-Down Kitchen 

Faucet, Polished Chrome

• Pull-down spray wand with 2 mode spray selector,
• 3/8 inch supply hose compression connections
• 1.5 gpm (5.7 L/min) standard flow rate
• Metal construction plated in standard polished chrome 

finish

Location:

Options

Compliance
- ASME A112.18.1/CSA B125.1
- NSF/ANSI/CAN 61: Q<1, NSF/ANSI 372
- Lever handle meets ADA requirements

Options/ Modifications

Note: Append appropriate suffix to model number.

(Sold as separate line items)

Note: Append appropriate suffix to model number.

Symmons Dia Single Handle Pull-Down Kitchen Faucet __________ Includes Pull-down spray wand with 2 mode spray 
selector, 3/8 inch supply hose compression connections, 1.5 gpm (5.7 L/min) standard flow rate, Metal construction plated 
in standard polished chrome finish. 10 Year Commercial Warranty. ASME A112.18.1/CSA B125.1, NSF/ANSI/CAN 61: Q<1, NSF/
ANSI 372 compliant, Lever handle meets ADA requirements compliant. Available options: "10 - 1.0 gpm (3.8 L/min) flow 
restrictor", "STS - Stainless Steel finish", "MB - Matte Black Finish". Optional RK-057 8" Deck plate (ordered separately).

Dimensions

Architectural/ Engineering Specification
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Dia®

 10 1.0 gpm (3.8 L/min) flow restrictor

 BBZ Brushed Bronze finish

 MB Matte Black finish

 STS Stainless Steel finish

☐ RK-057 Dia 8" Deck Plate

CG

(2x) 4"
(102mm) 

9-1/16"
(230mm) 

Ref. To Backsplash
Min. 2-1/2" (64mm) 

8-3/8"
(213mm) 

Hole Size
Min. Ø 1-3/8" (35mm)
Max. Ø 1-1/2" (38mm) 

3-5/8"
(92mm) 

Deck Thickness Reference
Max. 2-1/2" (64mm) 

16-5/16"
(414mm) 

16"
(406mm) 

2-3/4"
(70mm) 

4-3/8"
(111mm) 

For Optional Deck Plate
(2x) Hole Size
Min. Ø 1" (25mm)
Max. Ø 1-1/4" (32mm) 

Ø 2-1/8"
(54mm)

8-5/64"
(205mm) 

95°
HANDLE

ROTATION 

25° 

Note:  Dimensions subject to change without notice.

Limited Lifetime - for residential 
installations.
10 Years - for commercial/industrial
installations. 
Refer to www.symmons.com/warranty 
for complete warranty information.

Warranty


