
Angle
Elkhart’s angle valves all feature rugged cast brass construction in your choice of 
finishes. Additionally, all feature rubber seats and are rated at 300 psi (20.68 bar).
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INDUSTRIAL VALVES

U Series valves 
not intended for 
use in salt water 

applications.
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DIAGRAMS

ADDITIONAL INFORMATION

THREADS
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 INLET OUTLET CERTIFI- BRASS DIMENSIONS
 SIZES SIZES CATIONS FINISH (Inches)  

           
Height

   
 Female Female Male     Chrome  

A B 

 
Weight        Pol- Pol-  

 11/2” 21/2” 11/2” 21/2” 11/2” 21/2” Cast ished ished    Open Closed (Lbs.) MODEL

 •  •    • s o o 21/2 23/16 4 77/8 67/8 6 U-20-1.5 1

  •  •   • s o o 35/8 31/4 5 11 93/8 113/4 U-20-2.5 1

 •    •  • s o o 21/2 23/16 4 77/8 67/8 6 U-25-1.5 2

  •    • • s o o 35/8 31/4 5 11 93/8 113/4 U-25-2.5 2

 •   •   •  • s   27/8 27/16 4 77/8 67/8 4.1 U-30-1.5 3

  •  •  • • s   33/4 317/64 5 103/5 89/10 8.3 U-30-2.5 3

U-20

KEY     s = standard o = option
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INDUSTRIAL VALVES

IN
D

U
S
TR

IA
L 

V
A

LV
E
S

FI
G

U
R

E

Valve inlet information is in NPT unless otherwise 
specified. See index T-13 for alternative outlet 
thread options.
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