
    IS-9BD

Installation - Service Parts No. 9BD
Backfl ow Preventer Conversion Instructions
For Dole Universal "Temprite" Carbonator

Sizes: 3⁄8" FCT x 3⁄8" FCT,   1⁄4" NPTM x 1⁄4" NPTM,   3⁄8" NPTM x 3⁄8" NPTM, 

To Convert Present Installations:

 1.  Disconnect electrical supply to motor.

 2.  Shut off water supply to pump.

 3.  Shut off CO2 supply valve.

 4.  Relieve pressure in carbonator tank by pulling up on relief 
valve stem.

 5.  Remove hose and fi ttings connecting pump to tee on top
of carbonator tank.

 6.  Remove tee on top of check valve on carbonator tank and 
discard the tee but save the tubing fi ttings from the plain 
water take off for use later.

 7.  Remove hose and fi ttings connecting pump to check valve
on carbonator tank.

 8.  Remove the top half of the check valve leaving the bottom 
half in the carbonator tank. (Be sure to remove the rubber 
check and spring from the bottom half of the check valve.)

 9.  Install the Dole Universal “Temprite” or Amseco Niagara 
“Selmix” Carbonator and Seal with Watts 9BD Backfl ow 
Preventer directly into the bottom half of the existing check 
valve. (Directional fl ow arrow on the valve body must point
to the tank).

 10.  Disconnect existing connector hose and fi ttings from outlet 
side of pump and install new connector hose and fi ttings 
where needed. (Attach the hoses or plain water take off
fi ttings from the tee removed above as required).

 11.  Connect the No. 9BD Backfl ow Preventer to the pump
outlet by reconnecting the existing tube and fi ttings as-
sembly. Connect a vent discharge line to the vent outlet of 
No. 9BD and vent to a safe place of disposal with adequate 
ventilation where CO2 discharge is not a hazard.

 12.  Turn on CO2 gas and adjust regulator to between 80
and 100 lbs. pressure.

 13.  Open soda water faucet for at least 30 seconds to blow
all air out of carbonator.

 14.  Close faucet, turn on water supply and turn on power
supply to pump motor.

 15.  When pump stops, open faucet again until full stream
of carbonated water is obtained.

 16.  Use proper wrenches on all fi ttings
do not use pipe wrenches.
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 ORDERING CODE KIT NO. SIZES

in. mm.

 886012 RK 9BD T 1⁄4 - 3⁄8 6 - 10

Kit includes: Primary and secondary check assemblies and two gaskets.
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Limited Warranty: Watts Regulator Co. (the “Company”) warrants each product to be free from defects in material and workmanship under normal usage for a period of one year from the date of 
original shipment.  In the event of such defects within the warranty period, the Company will, at its option, replace or recondition the product without charge.  
THE WARRANTY SET FORTH HEREIN IS GIVEN EXPRESSLY AND IS THE ONLY WARRANTY GIVEN BY THE COMPANY WITH RESPECT TO THE PRODUCT.  THE COMPANY MAKES NO OTHER 
WARRANTIES, EXPRESS OR IMPLIED.  THE COMPANY HEREBY SPECIFICALLY DISCLAIMS ALL OTHER WARRANTIES, EXPRESS OR IMPLIED, INCLUDING BUT NOT LIMITED TO THE IMPLIED 
WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE.
The remedy described in the first paragraph of this warranty shall constitute the sole and exclusive remedy for breach of warranty, and the Company shall not be responsible for any incidental, special 
or consequential damages, including without limitation, lost profits or the cost of repairing or replacing other property which is damaged if this product does not work properly, other costs resulting 
from labor charges, delays, vandalism, negligence, fouling caused by foreign material, damage from adverse water conditions, chemical, or any other circumstances over which the Company has no 
control.  This warranty shall be invalidated by any abuse, misuse, misapplication, improper installation or improper maintenance or alteration of the product.  
Some States do not allow limitations on how long an implied warranty lasts, and some States do not allow the exclusion or limitation of incidental or consequential damages.  Therefore the above 
limitations may not apply to you.  This Limited Warranty gives you specific legal rights, and you may have other rights that vary from State to State.  You should consult applicable state laws to 
determine your rights.  SO FAR AS IS CONSISTENT WITH APPLICABLE STATE LAW, ANY IMPLIED WARRANTIES THAT MAY NOT BE DISCLAIMED, INCLUDING THE IMPLIED WARRANTIES OF 
MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE, ARE LIMITED IN DURATION TO ONE YEAR FROM THE DATE OF ORIGINAL SHIPMENT.

To Convert Present Installations:

 1.  Disconnect electrical supply to motor.

 2.  Shut off water supply to pump.

 3.  Shut off CO2 supply valve.

 4.  Relieve pressure in carbonator tank by pulling up on relief 
valve system.

 5.  Disconnect hose and fi ttings connecting at check valve only 
on carbonator tank.

 6.  Remove and discard check valve from carbonator tank.
(Be sure to remove and discard the second rubber check 
valve and spring inside the tank fi tting).

 7.  Install the Dole Universal “Temprite” or Amseco Niagara 
“Selmix” Carbonator and Seal with Watts 9BD Backfl ow 
Preventer directly into tank tapping. (Be sure white rubber 
tanks seal is in place. Directional fl ow arrow on the valve 
body must point to the tank).

 8.  Connect the No. 9BD Backfl ow Preventer to the pump
outlet by reconnecting the existing tube and fi ttings assem-
bly. Connect a vent discharge line to the vent outlet of No. 
9BD and vent to a safe place of disposal, with adequate 
ventilation where CO2 discharge is not a hazard.

 9.  Turn on CO2 gas and adjust regulator to between 80
and 100 lbs. pressure.

 10.  Open soda water faucet for at least 30 seconds to blow
all air out of carbonator.

 11.  Close faucet, turn on water supply and turn on power
supply to pump motor.

 12.  When pump stops, open faucet again until full stream
of carbonated water is obtained.

 13.  Use proper wrenches on all fi ttings,
do not use pipe wrenches.
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For Ameseco Niagara "Selmix" Carbonator



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue true
  /ColorSettingsFile (None)
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K 0
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /SyntheticBoldness 1.000000
  /Description <<
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /FRA <>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /ENU <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


