
Zinc Die Cast
Metal Clad Cable Std.

Catalog Trade K.O. Range Unit. Pkg.
Number Size Size Min. Max. Qty. Qty.

801-DC2 3/8” 1/2” .500” .625” 25 250
804-DC2 1/2” 1/2” .750” .875” 25 100
806-DC2 3/4” 3/4” .875” 1.000” 10 50
807-DC2 1” 1” 1.187” 1.312” --- 25
808-DC2 1 1/4” 1 1/4” 1.500” 1.625” --- 25

Zinc Die Cast / Insulated Throat - 105°C
Metal Clad Cable Std.

Catalog Trade K.O. Range Unit. Pkg.
Number Size Size Min. Max. Qty. Qty.

801-DCI2 3/8” 1/2” .500” .625” 25 250
804-DCI2 1/2” 1/2” .750” .875” 25 100
806-DCI2 3/4” 3/4” .875” 1.000” 10 50
807-DCI2 1” 1” 1.187” 1.312” --- 25
808-DCI2 1 1/4” 1 1/4” 1.500” 1.625” --- 25
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Armored and Metal Clad Cable

Zinc Die Cast
Catalog Trade K.O. Unit Std. Pkg.
Number Size Size Qty. Qty.

802-DC2 3/8” 1/2” 25 250
802-MCIA2 3/8” 1/2” 25 250

Zinc Die Cast / Insulated Throat – 105°C
Catalog Trade K.O. Unit Std. Pkg.
Number Size Size Qty. Qty.

802-DCI2 3/8” 1/2” 25 250
802ASP 3/8” 1/2” 25 250

Whipper-Snap® Zinc Die Cast
Catalog Trade K.O. Unit Std. Pkg.
Number Size Size Qty. Qty.

802SP 3/8” 1/2” 25 250
802MCIA 3/8” 1/2” 25 250

90° fitting with cover used for connecting 12/2
(.48” Ø min) to 10/3 (.58” Ø max) AC/MC cable to
box or enclosure. Single screw design saves time
and money. Units with Whipper-Snap design snap
into electrical box! Patented Whipper-Snap design.
The 802-MCIA2 and 802-MCIA are used for
connecting 14/2 (.42” Ø min)-10/3 (.55” Ø max)
MCIA cable to box or enclosure.

File No. E20534

Single Screw 90° Connectors
Locknut and Whipper-Snap® Designs

802-DC2 802SP

90° fitting with cover for connecting armored or
metal clad cable to box or enclosure.

File No. E9391: 801-, 809-, 810- DC2 & DCI2

File No. E20534: 804-, 806-, 807-, 808- DC2
& DCI2

File No. LR39354

90° Connectors




