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SPECIFICATION SUBMITTAL SHEET
Plastic Water Heater Pan
Item #
Product Description
Model #
Inside Bottom (ID) 
Diameter (A)
Outside Top (OD) 
Diameter (B)
Case  Qty
86970
  18" IDx20" OD Pan Predrilled w/1"x1-1/2" PVC Drain Conx.
86970
18
20
20
86975
  20" IDx22" OD Pan Predrilled w/1"x1-1/2" PVC Drain Conx.
HP 2022
20
22
20
86980
  22" IDx24" OD Pan Predrilled w/1"x1-1/2" PVC Drain Conx.
HP 2224
22
24
20
86985
  24" IDx26" OD Pan Predrilled w/1"x1-1/2" PVC Drain Conx.
HP 2426
24
26
20
86690
  26" IDx28" OD Pan Predrilled w/1"x1-1/2" PVC Drain Conx.
HP 2628
26
28
10
86997
  28" IDx30" OD Pan Predrilled w/1"x1-1/2" PVC Drain Conx.
HP 2830
28
30
5
86995
  30" IDx32" OD Pan Predrilled w/1"x1-1/2" PVC Drain Conx.
HP 3032
30
32
5
86976
  20" IDx22" OD Pan Undrilled w/1"x1-1/2" PVC Drain Conx.
HP 2022 NH
20
22
20
86981
  22" IDx24" OD Pan Undrilled w/1"x1-1/2" PVC Drain Conx.
HP 2224 NH
22
24
20
86986
  24" IDx26" OD Pan Undrilled w/1"x1-1/2" PVC Drain Conx.
HP 2426 NH
24
26
20
86991
  26" IDx28" OD Pan Undrilled w/1"x1-1/2" PVC Drain Conx.
HP 2628 NH
26
28
10
86996
  30" IDx32" OD Pan Undrilled w/1"x1-1/2" PVC Drain Conx.
HP 3032 NH
30
32
5
86979
  20" IDx22" OD Pan Predrilled w/1"x1-1/2" CPVC Drain Conx.
HP 2022C
20
22
20
86984
  22" IDx24" OD Pan Predrilled w/1"x1-1/2" CPVC Drain Conx.
HP 2224C
22
24
20
86989
  24" IDx26" OD Pan Predrilled w/1"x1-1/2" CPVC Drain Conx.
HP 2426C
24
26
20
86994
  26" IDx28" OD Pan Predrilled w/1"x1-1/2" CPVC Drain Conx.
HP 2628C
26
28
10
86998
 30" IDx32" OD Pan Predrilled w/1"x1-1/2" CPVC Drain Conx.
HP 3032C
30
32
5
Specifications: 
Furnish and install plastic water heater pan as approved bylocal codes.  Unit shall be Water-Tite product code checkedbelow as manufactured by IPS Corporation in Collierville,TN, as per corresponding dimensional characteristics.  Panmay be installed under electric water heaters to protect  against water damage.
Material: 
High Impact Styrene
Drain Connections & DimensionsFurnished with 1"x 1½  " PVC or CPVC Drain ConnectionDrain hole is 1"  Pans come with Pre-Drilled and Non Pre-Drilled Hole, check product listing below. 
Pan is 2½" Deep and .055 in Thickness
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