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08  THREE-PIECE BALL VALVES 1000 & 1500 WOG

THREE-PIECE BALL VALVES 1000 &  1500 WOG

Industrial ball valve option for 1000-1500 WOG applications.
The 1030 is available in CF8M stainless body. Full port 1500 WOG 
design is 1/4”-2”, 1000 WOG design is 2 1/2”-4”. 

The ideal selection when direct actuation mounting is required 
(ISO-5211). The 1030 comes standard with NACE compliance, 
threaded and socket welded end connections, and 
locking handles.

Oval Handle, Stem Extensions, ISO 
Mounting Pad, Cryogenic

Locking Device, 316L End Caps,
ISO 5211 Mounting Pad, API-607, 

B16.34, NACE Compliant

1/4” - 4”

CF8M

1000 -1500 WOG

Threaded,  Socket Weld,
&  Threaded X  Socket Weld

Full

1030 SERIES PRODUCT OVERVIEW

SIZE RANGE

MATERIAL GRADES

PRESSURE RANGE

END CONFIGURATIONS

FEATURES

PORTS

OPTIONS

1030 SER IES
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FIGURE NUMBER  1030

*OTHER  BODY  AND TR IM MATER IALS AVA IL ABLE.*
Please contact Warren Valve or your Warren Valve representative for more details.

08  THREE-PIECE BALL VALVES 1000 & 1500 WOG

MATER IAL LIST
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