
Schedule 80 PVC Technical

Schedule 80 Fittings

Reducer Bushing 
Flush Style
Spigot x Fipt

Made in the U.S.A. Suitable for Oil-Free air handling to 25 psi, not for distribution of compressed air or gas
See Spears® Product Sourcebook for product offerings Page 50

Part Number Size L N
Approx. Wt.

(Lbs.)
838-052 3/8X1/4 31/32 3/8 .01
838-071 1/2X1/8 1 9/16 .01
838-072 1/2X1/4 1 7/16 .02
838-073 1/2X3/8 1- 3/32 17/32 .01
838-098 3/4X1/4 1- 7/32 5/8 .03
838-099 3/4X3/8 1- 1/4 21/32 .03
838-101 3/4X1/2 1-7/32 1/2 .02
838-127 1X1/8 1-13/32 29/32 .07
838-128 1X1/4 1-13/32 25/32 .06
838-129 1X3/8 1-13/32 19/32 .06
838-130 1X1/2 1-11/32 19/32 .06
838-131 1X3/4 1- 3/8 21/32 .04
838-166 1-1/4X1/2 1-15/32 23/32 .11
838-167 1-1/4X3/4 1- 7/16 23/32 .09
838-168 1-1/4X1 1-17/32 5/8 .07
838-206 1-1/2X1/8 1-11/16 1- 1/4 .14
838-207 1-1/2X1/4 1- 9/16 1- 3/16 .12
838-209 1-1/2X1/2 1-11/16 31/32 .16
838-210 1-1/2X3/4 1-23/32 31/32 .13
838-211 1-1/2X1 1-23/32 13/16 .14
838-212 1-1/2X1-1/4 1- 1/2 9/16 .09
838-247 2X1/2 1-29/32 1- 5/32 .25
838-248 2X3/4 1-29/32 1- 5/32 .27
838-249 2X1 1-7/8 1 .28
838-250 2X1-1/4 1-19/32 21/32 .18
838-251 2X1-1/2 1- 9/16 5/8 .14
838-287 2-1/2X1/2 2- 3/8 1-21/32 .41
838-288 2-1/2X3/4 2- 7/16 1- 5/8 .44
838-289 2-1/2X1 2- 5/32 1- 1/4 .38
838-290 2-1/2X1-1/4 2-13/32 1- 3/8 .42
838-291 2-1/2X1-1/2 2- 3/8 1-13/32 .47
838-292 2-1/2X2 2- 1/16 1- 1/16 .25
838-334 3X3/4 2- 9/32 1- 1/2 .59
838-335 3X1 2-1/4 1-3/8 .66
838-336 3X1-1/4 2- 1/4 1- 3/8 .58
838-337 3X1-1/2 2- 1/4 1- 5/8 .59
838-338 3X2 2- 3/16 1- 7/32 .55
838-339 3X2-1/2 2- 3/8 3/4 .45
838-419 4X1-1/2 3- 3/16 2- 5/16 1.14
838-420 4X2 2-21/32 1-21/32 1.10
838-421 4X2-1/2 2-21/32 1- 1/16 1.07
838-422 4X3 2- 5/8 1 .86
838-528 6X2 3-17/32 2- 1/2 2.92
838-530 6X3 3-17/32 2- 1/8 2.98
838-532 6X4 3-17/32 2- 1/32 2.53


