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CORDLESS POWER TOOLS

IMPACT DRIVERS

20V MAX* 1/4" (6.35 mm)  
Impact Driver (Tool Only)

18V XRP™ Lithium Ion 1/4"  
(6.35 mm) Impact Driver Kit  

18V XRP™ 1/4"  
(6.35 mm) Impact Driver Kit 

SPECIFICATIONS DCF895M2 DCF895D2 DCF895B DCF886M2
Volts 20V MAX* 20V MAX* 20V MAX* 20V MAX*

Drive Size 1/4" Hex shank push-button release 1/4" Hex shank push-button release 1/4" Hex shank push-button release 1/4" Hex shank quick release

No Load Speed 0 - 2,850 / 1,900 / 950 rpm 0 - 2,850 / 1,900 / 950 rpm 0 - 2,850 / 1,900 / 950 rpm 0 - 2,800 rpm

Impacts/Min 0 - 3,300 / 2,400 / 1,300 ipm 0 - 3,300 / 2,400 / 1,300 ipm 0 - 3,300 / 2,400 / 1,300 ipm 0 - 3,200 ipm

Max Torque (in-lbs)  1,500 / 900 / 500 in-lbs  1,500 / 900 / 500 in-lbs  1,500 / 900 / 500 in-lbs 1,500 in-lbs

Max Torque (ft-lbs) 125 ft-lbs 125 ft-lbs 125 ft-lbs 125 ft-lbs

Tool Length 5-1/4" 5-1/4" 5-1/4" 5.5"

LEDs 3 3 3 3

Weight 3.6 lbs 3.0 lbs 2.2 lbs (tool only)  3.4 lbs

Charger/Batteries Fast Charger / (2) 20V MAX*  

XR Lithium Ion (4.0 Ah) 

Fast Charger / (2) 20V MAX* 

XR Lithium Ion (2.0 Ah) 

Sold Separately Fast Charger / (2) 20V MAX*  

XR Lithium Ion (4.0 Ah) 

Includes Belt hook and accessory storage Belt hook and accessory storage Belt hook and accessory storage Belt hook

20V MAX* XR Brushless  
1/4" (6.35 mm) 3-Speed 
Impact Driver (Tool Only)

20V MAX* XR Lithium Ion 
Brushless 1/4" (6.35 mm) 

3-Speed Impact Driver

20V MAX* XR Lithium Ion 
Brushless 1/4" (6.35 mm) 

3-Speed Impact Driver

20V MAX* XR Lithium Ion  
Brushless 1/4" (6.35 mm)  

Impact Driver Kit

20V MAX* Lithium Ion 1/4"  
(6.35 mm) Impact Driver Kit

20V MAX* Lithium Ion 1/4" 
(6.35 mm) Impact Driver Kit

SPECIFICATIONS DCF886D2 DCF886B DCF885M2 DCF885C2
Volts 20V MAX* 20V MAX* 20V MAX* 20V MAX*

Drive Size 1/4" Hex shank quick release 1/4" Hex shank quick release 1/4" Hex shank quick release 1/4" Hex shank quick release

No Load Speed 0 - 2,800 rpm 0 - 2,800 rpm 2,800 rpm 2,800 rpm

Impacts/Min 0 - 3,200 ipm 0 - 3,200 ipm 3,200 ipm 3,200 ipm

Max Torque (in-lbs) 1,500 in-lbs 1,500 in-lbs 1,400 in-lbs 1,400 in-lbs

Max Torque (ft-lbs) 125 ft-lbs 125 ft-lbs 117 ft-lbs 117 ft-lbs

Tool Length 5.5" 5.5" 5.5" 5.5"

LEDs 3 3 3 3

Weight 2.9 lbs 2.1 lbs (tool only) 3.4 lbs 2.8 lbs

Charger/Batteries Fast Charger / (2) 20V MAX*  

XR Lithium Ion (2.0 Ah) 

Sold Separately Fast Charger / (2) 20V MAX* XR  

Lithium Ion (4.0 Ah)  

Fast Charger / (2) 20V MAX* 

Lithium Ion (1.5 Ah)

Includes Belt hook Belt hook Belt hook Belt hook

20V MAX* XR Lithium Ion  
Brushless 1/4" 

(6.35 mm) Impact Driver Kit

20V MAX* XR Brushless 
1/4" (6.35 mm) Impact Driver  

(Tool Only)

SPECIFICATIONS DCF885B DC827KL DC825KA
Volts 20V MAX* 18V 18V

Drive Size 1/4" Hex shank quick release 1/4" Hex shank quick release 1/4" Hex shank quick release

No Load Speed 2,800 rpm 0-2,400 rpm 0-2,400 rpm

Impacts/Min 3,200 ipm 0-2,700 ipm 0-2,700 ipm

Max Torque (in-lbs) 1,400 in-lbs 1,330 in-lbs 1,330 in-lbs

Max Torque (ft-lbs) 117 ft-lbs 111 ft-lbs 111 ft-lbs

Tool Length 5.5" 5-3/4" 5-3/4"

LEDs 3 1 1

Weight 2.0 lbs (tool only) 3.2 lbs 4.6 lbs

Charger/Batteries Sold Separately 1-Hour NiCd/NiMH/Li-Ion Charger / 

(2) 18V XRP™ Lithium Ion

1-Hour Charger / (2) 18V XRP™

Includes Belt hook – –


