
Schedule 40 Fittings Technical
Schedule 40 Fittings Dimensions & Information

Reducer Bushing 
Flush Style
Spigot x Socket

(Continued)

1 Sized with Bushing
* Fabricated

Made in the U.S.A. Suitable for Oil-Free air handling to 25 psi, not for distribution of compressed air or gas
See Spears® Product Sourcebook for product offerings Page 54

Part Number Size L N
Approx. Wt.

(Lbs.)
437-130 1X1/2 1- 1/4 15/32 .04
437-131 1X3/4 1- 1/4 5/16 .03
437-166 1-1/4X1/2 1-13/32 21/32 .08
437-167 1-1/4X3/4 1- 1/2 9/16 .11
437-168 1-1/4X1 1- 1/2 7/16 .06
437-209 1-1/2X1/2 1-15/32 23/32 .10
437-210 1-1/2X3/4 1- 7/16 7/16 .11
437-211 1-1/2X1 1-17/32 1/2 .11
437-212 1-1/2X1-1/4 1-17/32 9/32 .05
437-247 2X1/2 1- 5/8 7/8 .17
437-248 2X3/4 1- 9/16 9/16 .16
437-249 2X1 1- 9/16 17/32 .16
437-250 2X1-1/4 1-19/32 11/32 .18
437-251 2X1-1/2 1- 9/16 1/4 .13
437-287 2-1/2X1/2 2- 1/4 1- 7/16 .32
437-288 2-1/2X3/4 2-1/16 1-1/8 .33
437-289 2-1/2X1 2- 1/32 29/32 .41
437-290 2-1/2X1-1/4 2-5/32 29/32 .36
437-291 2-1/2X1-1/2 2- 5/32 1- 3/16 .29
437-292 2-1/2X2 2- 1/16 11/16 .23
437-333 3X1/2 2-3/16 1-7/16 .50
437-334 3X3/4 2- 5/16 1- 5/16 .49
437-335 3X1 2- 7/32 1- 1/4 .48
437-336 3X1-1/4 2- 9/32 1- 1/32 .48
437-337 3X1-1/2 2- 9/32 31/32 .47
437-338 3X2 2- 7/32 9/16 .46
437-339 3X2-1/2 2- 7/32 7/16 .37
437-4171 4X1 2-19/32 1-9/16 1.02

437-4181 4X1-1/4 2-19/32 1-7/16 1.04
437-419 4X1-1/2 2-9/16 1-3/16 1.01
437-420 4X2 2-13/32 1- 1/32 .85
437-421 4X2-1/2 2- 5/16 9/16 .75
437-422 4X3 2-11/32 15/32 .78
437-486 5X2 3-13/32 2- 1/32 1.63
437-488 5X3 3- 7/16 1-15/32 1.59
437-490 5X4 2-31/32 23/32 1.30
437-528 6X2 3-17/32 2- 5/32 2.15
437-530 6X3 3-17/32 1- 5/8 2.21
437-532 6X4 3- 9/16 1- 1/2 2.09
437-534 6X5 3-17/32 7/8 1.94
437-5781 8X2 5 3- 5/8 5.12

437-5801 8X3 5- 1/4 3- 1/4 5.05
437-582 8X4 4-17/32 2- 1/2 4.26
437-5831 8X5 4- 3/4 1- 3/4 5.93


