
Schedule 80 CPVC Technical

Schedule 80 CPVC Fittings

90° Ell - Long Sweep
Socket x Socket

90° Ell
Socket x Fipt
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Part Number Size G H M Approx. Wt.
(Lbs.)

806-005LSCF* 1/2 1- 7/8 2- 3/4 1- 1/8 .15

806-007LSCF* 3/4 2- 7/16 3- 7/16 1- 7/16 .26

806-010LSCF* 1 2- 7/8 4 1-11/16 .40

806-012LSCF* 1-1/4 3- 5/8 4- 7/8 2- 1/16 .56

806-015LSCF* 1-1/2 4- 1/8 5- 1/2 2- 5/16 .65

806-020LSCF* 2 4- 3/4 6-1/4 2-13/16 1.18

806-025LSCF* 2-1/2 5-3/4 7-3/4 3-7/16 1.70

806-030LSCF* 3 7 9 4- 1/8 2.46

806-040LSCF* 4 9 11- 1/4 5- 3/16 4.85

806-060LSCF* 6 13 16- 1/4 7- 1/2 11.76

806-080LSCF* 8 23-1/2 27-3/4 9-5/8 31.25

806-100LSCF* 10 27 32-1/4 11-15/16 54.83
* Fabricated

Part Number Size G G1 H H1 M Approx. Wt.
(Lbs.)

807-002C 1/4 5/16 11/32 15/16 15/16 7/8 .03
807-003C 3/8 1/4 7/16 1- 1/32 1- 1/32 1- 1/32 .05
807-005C 1/2 15/32 9/16 1-11/32 1- 9/32 1- 3/16 .08
807-007C 3/4 9/16 11/16 1- 9/16 1-13/32 1- 3/8 .10
807-010C 1 11/16 3/4 1-7/8 1-11/16 1-23/32 .19
807-012C 1-1/4 23/32 1- 1/32 1-31/32 1-31/32 2- 1/16 .29
807-015C 1-1/2 31/32 1- 7/32 2-11/32 2- 5/32 2-3/8 .40
807-020C 2 1-13/32 1-1/2 2-15/16 2-1/2 3 .84
807-030C 3 1-13/16 2-1/4 3-11/16 3- 9/16 4-1/4 1.99
807-040C 4 2-3/8 2-13/16 4- 9/16 4-7/32 5- 1/4 2.94


