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2400- 
Series 
Simplex 
Models
24" diameter  
fiberglass basin 
available in heights 
of 48", 60", 72", 84"  
and 96".

Systems listed  
to the right with  
heights of 60",  
72", 84" or 96"  
are shipped with a 
standard SX-Series 
control panel.  
To upgrade to an 
IP-Series panel add 
“-IP” suffix to the 
model number.  
See SX-Series or  
IP-Series literature 
for complete  
specifications.

				    Standard Panel	 (Optional) Panel 
Models	 Volts	 Phase	 Wgt.	 SX-Series  	 IP-Series

2448 – 24" x 48" basin (Discharge depth is 12" from top of basin)	  

2448LSG202	 208/230	 1	 220 lbs.	 ALM-2W	 NA

2448LSG202-S	 208/230	 1	 220 lbs.	 ALM-2W	 NA

2448LSG202-S-SC	 208/230	 1	 230 lbs.	 ALM-2W	 NA

2448LSG202-SC	 208/230	 1	 226 lbs.	 ALM-2W	 NA

2448LSGX202	 208-230	 1	 229 lbs.	 ALM-2W	 NA

2448LSGX202-S	 208-230	 1	 229 lbs.	 ALM-2W	 NA

2448LSGX202-S-SC	 208-230	 1	 239 lbs.	 ALM-2W	 NA

2448LSGX202-SC	 208-230	 1	 239 lbs.	 ALM-2W	 NA

2460 – 24" x 60" basin (Discharge depth is available in 24" or 36" from top of basin. Add -24 or -36  to model when ordering)

2460LSG202 (-24 or -36 )	 208/230	 1	 230 lbs.	 SXH24=3	 IPS-24H

2460LSG202-A (-24 or -36 )	 208/230	 1	 231 lbs.	 ALM-2W	 NA

2460LSG202-C (-24, or -36)	 208/230	 1	 231 lbs.	 SXHC24=3	 IPS-24HC

2460LSG203 (-24 or -36)	 208/230	 3	 235 lbs.	 SX34=3-511	 IPS-34-511

2460LSG204 (-24 or -36)	 440-480	 3	 235 lbs.	 SX34=3-171	 IPS-34-171

2460LSG205 (-24 or -36)	 575	 3	 235 lbs.	 SX54=3-161	 IPS-54-161

2460LSGX202 (-24 or -36)	 208-230	 1	 236 lbs.	 SXH24=3	 IPS-24H

2460LSGX202-C (-24 or -36)	 208-230	 1	 237 lbs.	 SXHC24=3	 IPS-24HC

2460LSGX203 (-24 or -36)	 208/230	 3	 242 lbs. 	 SX34=3-511	 IPS-34-511

2460LSGX204 (-24 or -36)	 440-480	 3	 242 lbs. 	 SX34=3-171	 IPS-34-171

2460LSGX205 (-24 or -36)	 575	 3	 242 lbs.	 SX54=3-161	 IPS-54-161

2472 – 24" x 72" basin (Discharge depth is available in 24", 36" or 48" from top of basin. Add -24, -36 or -48 to model when ordering)

2472LSG202 (-24, -36 or -48 )	 208/230	 1	 237 lbs.	 SXH24=3	 IPS-24H

2472LSG202-C (-24, -36 or -48)	 208/230	 1	 238 lbs.	 SXHC24=3	 IPS-24HC

2472LSG203 (-24, -36 or -48)	 208/230	 3	 242 lbs.	 SX34=3-511	 IPS-34-511

2472LSG204 (-24, -36 or -48)	 440-480	 3	 242 lbs.	 SX34=3-171	 IPS-34-171

2472LSG205 (-24,  -36 or -48)	 575	 3	 242 lbs.	 SX54=3-161	 IPS-54-161

2472LSGX202 (-24, -36 or -48)	 208-230	 1	 243 lbs.	 SXH24=3	 IPS-24H

2472LSGX202-C (-24, -36 or -48)	 208-230	 1	 244 lbs.	 SXHC24=3	 IPS-24HC

2472LSGX203 (-24, -36 or -48)	 208/230	 3	 249 lbs. 	 SX34=3-511	 IPS-34-511

2472LSGX204 (-24, -36 or -48)	 440-480	 3	 249 lbs. 	 SX34=3-171	 IPS-34-171

2472LSGX205 (-24, -36 or -48)	 575	 3	 249 lbs.	 SX54=3-161	 IPS-54-161

2484 – 24" x 84" basin (Discharge depth is available in 24", 36", 48" or 60" from top of basin. Add -24, -36, -48 or -60 to model when ordering)

2484LSG202 (-24, -36, -48 or -60)	 208/230	 1	 258 lbs.	 SXH24=3	 IPS-24H

2484LSG202-C (-24, -36, -48 or -60)	 208/230	 1	 265 lbs.	 SXHC24=3	 IPS-24HC

2484LSG203 (-24, -36, -48 or -60)	 208/230	 3	 269 lbs.	 SX34=3-511	 IPS-34-511

2484LSG204 (-24, -36, -48 or -60)	 440-480	 3	 269 lbs.	 SX34=3-171	 IPS-34-171

2484LSG205 (-24, -36, -48 or -60)	 575	 3	 269 lbs.	 SX54=3-161	 IPS-54-161

2484LSGX202 (-24, -36, -48 or -60)	 208-230	 1	 264 lbs.	 SXH24=3	 IPS-24H

2484LSGX202-C (-24, -36, -48 or -60)	 208-230	 1	 265 lbs.	 SXHC24=3	 IPS-24HC

2484LSGX203 (-24, -36, -48 or -60)	 208/230	 3	 270 lbs. 	 SX34=3-511	 IPS-34-511

2484LSGX204 (-24, -36, -48 or -60)	 440-480	 3	 270 lbs. 	 SX34=3-171	 IPS-34-171

2484LSGX205 (-24, -36, -48 or -60)	 575	 3	 270 lbs.	 SX54=3-161	 IPS-54-161

2496 - 24" X 96" basin (Discharge depth is available in 24", 36", 48", 60" or  72" from top of basin.  Add -24, -36, -48, -60 or -72 to model when ordering)	
  

2496LSG202 (-24, -36, -48, -60 or -72)	  208/230	 1	  267 lb.s	  SXH24=3	  IPS-24H

2496LSG202-C (-24, -36, -48, -60 or -72)	  208/230	 1	  274 lbs.	  SXHC24=3	  IPS-24HC

2496LSG203 (-24, -36, -48, -60 or -72)	  208/230	 3	  278 lbs.	  SX34=3-511	  IPS-34-511

2496LSG204 (-24, -36, -48, -60 or -72)	  440-480	 3	  278 lbs.	  SX34=3-17	  IPS-34-171

2496LSG205 (-24, -36, -48, -60 or -72)	  575	 3	  278 lbs.	  SX54=3-161	  IPS-54-161

2496LSGX202 (-24, -36, -48, -60 or -72)	  208-230	 1	  273 lbs.	  SXH24=3	  IPS-24H

2496LSGX202-C (-24, -36, -48, -60 or -72)	 208-230	 1	  275 lbs.	  SXHC24=3	  IPS-24HC 

2496LSGX203 (-24, -36, -48, -60 or -72)	  208/230	 3	  279 lbs.	  SX34=3-511	  IPS-34-511

2496LSGX204 (-24, -36, -48, -60 or -72)	  440-480	 3	  279 lbs.	  SX34=3-17	  IPS-34-171 

2496LSGX205 (-24, -36, -48, -60 or -72)	  575	 3	  279 lbs.	  SX54=3-161	  IPS-54-161


