
Schedule 80 CPVC Technical

Schedule 80 CPVC Fittings

Reducer Bushing (T.T.) Flush 
Style
Mipt x Fipt

(Continued)

Reducer Bushing - Special 
Reinforced Reducing Flush 
Style
Mipt x SR Fipt - Stainless Steel Collar
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Part Number Size L N Approx. Wt.
(Lbs.)

839-212C 1-1/2X1-1/4 1-11/32 13/32 .06
839-247C 2X1/2 1- 3/8 21/32 .18
839-248C 2X3/4 1- 3/8 5/8 .18
839-249C 2X1 1- 3/8 15/32 .18
839-250C 2X1-1/4 1- 3/8 7/16 .16
839-251C 2X1-1/2 1- 3/8 13/32 .12
839-292C 2-1/2X2 1-29/32 7/8 .22
839-337C 3X1-1/2 1-15/16 29/32 .52
839-338C 3X2 1-15/16 15/16 .46
839-339C 3X2-1/2 1-15/16 5/8 .38
839-420C 4X2 2- 1/8 1- 1/8 .86
839-422C 4X3 2- 1/8 1/2 .74
839-532C 6X4 3-17/32 1-13/16 3.05

Part Number Size L N Approx. Wt.
(Lbs.)

839-209CSR 1-1/2X1/2 1-11/32 19/32 .12
839-210CSR 1-1/2X3/4 1-11/32 19/32 .12
839-247CSR 2X1/2 1- 3/8 21/32 .18
839-248CSR 2X3/4 1- 3/8 5/8 .18
839-249CSR 2X1 1- 3/8 15/32 .20
839-420CSR 4X2 2- 1/8 1- 1/8 .90


