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Schedule 80 CPVC Fittings

Reducer Bushing 
Flush Style
Spigot x Socket
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Part Number Size L N Approx. Wt.
(Lbs.)

837-168C 1-1/4X1 1-13/32 9/32 .06
837-209C 1-1/2X1/2 1-23/32 13/16 .15
837-210C 1-1/2X3/4 1- 5/8 5/8 .16
837-211C 1-1/2X1 1-19/32 13/32 .12
837-212C 1-1/2X1-1/4 1-17/32 9/32 .06
837-247C 2X1/2 1-29/32 1 .29
837-248C 2X3/4 1-23/32 23/32 .27
837-249C 2X1 1-3/4 5/8 .24
837-250C 2X1-1/4 1-11/16 7/16 .20
837-251C 2X1-1/2 1-3/4 11/32 .15
837-289C 2-1/2X1 2- 1/32 29/32 .43
837-290C 2-1/2X1-1/4 2-5/32 13/32 .46
837-291C 2-1/2X1-1/2 2- 5/32 3/4 .40
837-292C 2-1/2X2 2-9/32 3/4 .29
837-333C 3X1/2 2-3/16 1-5/16 .64
837-334C1 3X3/4 2-3/8 1-3/8 .70
837-335C 3X1 2-9/32 1-1/8 .66
837-336C 3X1-1/4 2- 1/4 1 .70
837-337C 3X1-1/2 2- 9/32 7/8 .66
837-338C 3X2 2-7/32 9/16 .63
837-339C 3X2-1/2 2-11/32 9/32 .43
837-419C 4X1-1/2 2-19/32 1-3/16 1.07
837-420C 4X2 2-21/32 1-1/8 1.10
837-421C 4X2-1/2 2-17/32 25/32 1.07
837-422C 4X3 2-5/8 3/4 .85
837-490C 5X4 2-31/32 23/32 1.35

837-490CF* 5X4 3 3/4 1.56

837-525C1 6X1 3-13/16 2-11/16 3.25
837-528C 6X2 3-1/2 2 3.00
837-529C1 6X2-1/2 3-7/8 1-13/16 3.46
837-530C 6X3 3-17/32 2-1/8 3.05
837-532C 6X4 3-9/16 1- 1/4 2.90

837-533CF* 6X5 3 7/16 1.75
837-534C 6X5 3-17/32 7/8 2.05
837-578C1 8X2 4-15/16 3- 3/8 6.63

837-580C1 8X3 4-7/8 3 6.39
837-582C 8X4 4- 1/2 2- 1/4 5.53

837-583CF* 8X5 4-7/16 1-3/4 7.12
837-585C 8X6 4- 3/8 1- 3/8 5.36
837-624C1 10X4 6 3-3/4 13.30
837-626C 10X6 5- 5/16 2-5/16 10.39
837-628C 10X8 5-11/32 1-5/16 10.55

837-628CF* 10X8 5-1/4 1-1/4 8.43


