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USA Motor Run Capacitors
MARS SERIES 140

®

The largest selection of motors, components, and accessories for the HVAC/R Industry

MARS USA Capacitors
Single section base dimensions on page C9
Dual section base dimensions on page C7
Capacitor accessories on page C9

Features:
• Product of USA
• Tested and approved by every major US motor company and
compressor company

• CSA approved
and UL recognized

• 5 year warranty

Single Section
MARS USA

No. Description Base Height

14005 5 MFD 370V Oval A 1.500

14029 5 MFD 440/370V Oval A 2.375

14105 5 MFD 440/370V Round M 2.000

14007 7.5 MFD 370V Oval A 2.375

14031 7.5 MFD 440/370V Oval A 2.625

14107 7.5 MFD 440/370V Round M 2.000

14008 10 MFD 370V Oval A 2.625

14032 10 MFD 440/370V Oval A 3.750

14232 10 MFD 440/370V Round M 2.375

14009 12.5 MFD 370V Oval A 3.000

14033 12.5 MFD 440/370V Oval A 3.750

14010 15 MFD 370V Oval A 3.750

14034 15 MFD 440/370V Oval C 2.375

14234 15 MFD 440/370V Round M 2.625

14237 20 MFD 440/370V Round M 3.000

14240 25 MFD 440/370V Round M 3.750

14241 30 MFD 440/370V Round N 3.375

14243 35 MFD 440/370V Round N 3.750

14245 40 MFD 440/370V Round N 3.750

14248 45 MFD 440/370V Round N 4.750

14251 50 MFD 440/370V Round P 3.375

14252 55 MFD 440/370V Round P 3.750

14254 60 MFD 440/370V Round P 3.750

14258 70 MFD 440/370V Round P 4.750

14259 80 MFD 440/370V Round P 4.750

Dual Section
MARS USA

No. Description Base Height

14353 25/3 MFD 440/370V Round N 3.875

14278 25/5 MFD 440/370V Round N 3.875

14126 30/3 MFD 440/370V Round N 3.875

14281 30/5 MFD 440/370V Round N 3.875

14282 30/7.5 MFD 440/370V Round N 3.875

14077 35/3 MFD 440/370V Round N 3.875

14283 35/5 MFD 440/370V Round N 3.875

14284 35/7.5MFD 440/370V Round P 3.875

14091 35/10 MFD 440/370V Round N 4.750

14078 40/3 MFD 440/370V Round P 3.125

14286 40/5 MFD 440/370V Round P 3.125

14287 40/7.5 MFD 440/370V Round P 3.875

14088 40/10 MFD 440/370V Round N 4.750

14288 45/5 MFD 440/370V Round P 3.875

14289 45/7.5 MFD 440/370V Round N 3.875

14172 45/10 MFD 440/370V Round P 3.875

14290 50/5 MFD 440/370V Round P 3.875

14291 50/7.5 MFD 440/370V Round P 3.875

14292 55/5 MFD 440/370V Round P 3.875

14293 55/7.5 MFD 440/370V Round P 3.875

14299 55/10 MFD 440/370V Round P 3.875

14296 60/10 MFD 440/370V Round P 3.875

14294 60/5 MFD 440/370V Round P 3.875

14295 60/7.5 MFD 440/370V Round P 3.875

14162 65/10 MFD 440/370V Round P 4.750

14169 70/10 MFD 440/370V Round P 4.750

14255 70/5 MFD 440/370V Round P 4.750

14166 70/7.5 MFD 440/370V Round P 4.750

14257 80/5 MFD 440/370V Round P 4.875

14216 80/7.5 MFD 440/370V Round P 4.750

14117 80/10 MFD 440/370V Round P 4.750

NORMAL FAIL SAFE MODE

PHYSICAL INTERRUPTER


