
4" (102 mm) Min
8" (203 mm) Max 

Ø 2-5/8" 
(67 mm)

Ø 2-5/8" 
(67 mm)

Ø 1-3/8" 
(35 mm) Ø 2-1/16" 

(52 mm)

4" 
(102 mm)

2" (51 mm)
Max Counter 
Thickness

8-5/8" 
(219 mm)

10-9/16" 
(268 mm)

5-15/16" 
(151 mm)

28-1/8" 
(714 mm)

We reserve the right to make revisions without notice in the design of products or in packaging unless this right has specifically been waived at the time the order is accepted.

Questions? Problems? For additional assistance, please contact KALLISTA’s Customer
Service Department at 1-888-4-KALLISTA (1-888-452-5547) or kallista.com.
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FEATURES
 ● Solid brass construction for durability and reliability
 ● Utilizes installation ring and flexible inlet connections for ease of 
installation

 ● One-piece, self-contained ceramic disc valve allows for both 
volume and temperature control

 ● ‘In the deck’ joystick valving is simple in form but strong in 
function

 ● PVD finish provides a durable finish to accommodate the high-
traffic kitchen environment

 ● 1.8 gal/min (6.8 l/min) flow rate
 ● Meets CalGreen requirements for entertainment faucets
 ● Complements the One kitchen faucet collection

One™ Entertainment Faucet 

SPECIFIED MODEL
Model Description Finishes

P25205-00 One Entertainment Faucet  � CP   Polished 
Chrome

 � AD   Nickel 
Silver

 � AG   Brushed 
Nickel  � GN   Gunmetal  � ULB   Unlacquered 

Brass
Recommended Accessories 

P25215-00 One Soap/Lotion Dispenser  � CP   Polished 
Chrome

 � AD   Nickel 
Silver

 � AG   Brushed 
Nickel  � GN   Gunmetal  � ULB   Unlacquered 

Brass

1102407 Kit for countertops over 
2” (51 mm) thick  � NA

P25205CODES/STANDARDS APPLICABLE
Specified model meets or exceeds the following:

 ● ADA Compliant Lever Handle
 ● ICC/ANSI A117.1
 ● NSF 61
 ● ASME A112.18.1/CSA B125.1
 ● Energy Policy Act of 1992
 ● All applicable US Federal and State material regulations 




