
FEATURES

 • All brass that comes in contact with potable water conforms to AWWA Standard 
  C800 (UNS NO C89833)
 • Brass components that do not come in contact with potable water conform to AWWA   
  Standard C800 (ASTM B-62 and ASTM B-584, UNS NO C83600 - 85-5-5-5)
 • Hexagonal wrench flats provided for proper installation
 • UL Classified to ANSI/NSF Standard 61
 • The product has the letters “NL” cast into the main body for proper identification
 • Copper washer shipped unassembled

FEMALE COPPER THREAD BY ULTRA-TITE FOR POLYETHYLENE PIPE (PEP)
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Ultra-Tite Coupling - (C06-xx-U-NL style)

SUBMITTAL INFORMATION 

DESCRIPTION
LENGTH O.D. RANGE

APPROX.
WT. LBS

PART

NUMBER

✓ SUBMITTED

ITEM(S)FEMALE COP. THRD UT FOR PEP
3/4” 3/4” 2-27/32" 1.045 - 1.110 .7 C06-33-U-NL
1” 1” 3-3/32" 1.329 - 1.399 1.0 C06-44-U-NL

EPDM O-Ring

Female Copper
Threads

Acetal Grip Ring

Length

O.D. Range

Copper Washer


