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POP™

ROUND 
VESSEL LAVATORY

D20090015.XXX CENTER DRAIN

FEATURES                                                                                               
• Fine fire clay construction
• Pure geometric shape with an elegant thin appearance
• Above counter lavatory for countertop installation only
• Ceramic drain cap included
• Works with any standard grid drain (drain not included)
• For use with most vessel faucets
• Made in Turkey

DIMENSIONS                                                                                           
NOMINAL DIMENSIONS
15" (380 mm) diameter 
5" (127 mm) height above counter

BOWL INSIDE DIMENSIONS
13-5/8" (346 mm) diameter 
3-13/16" (97 mm) depth

COLORS/FINISHES                                                                                 
Canvas White (415), Matte Black (059), Black (178),  
Chenille Gray (425)

COMPONENT                                                                                           
M95242R5-0020A
Speed Connect® Pop-up Drain (recommended)

COMPLIANCE CERTIFICATIONS
Meets or Exceeds ASME A112.19.2-2008/CSA B45.1-8

ROUGH-IN DIAGRAM SHOWN 
ON NEXT PAGE
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NOTES:
Dimensions shown for location supplies and “P” trap are suggested. Provide suitable reinforcement for all wall supports. 
Slab/pedestal anchors amd mounting features to be furnished by others.
Fittings not included with fixture and must be ordered separately.
Installation Instructions supplied with lavatory. 

IMPORTANT:
Dimensions of fixtures are nominal and may vary within the range of tolerance established by ANSI standards.  
These measurements are subject to change or cancellation. No responsibility is assumed for use of superseded or voided pages.


