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CHANDLER
Get the job done.

Chandler Equipment Inc. was founded in 1978 as an agriculture equipment manufacturer and distributor in Batesville, 
Arkansas.  The company moved to Springdale, Arkansas in 1982 to better serve the agriculture industry in Northwest 
Arkansas.  As the agriculture industry grew and changed, Chandler engineered and designed a complete line of vacuum 
truck and tank components to serve the liquid waste industry.  At the same time, Chandler also expanded their product 
offering by partnering with the vacuum industry leading Italian brands Jurop s.p.a. vacuum pumps and Metaltecnica 
s.r.l. brass valves.  Chandler is proudly the North American importer and distributor for both of these brands of vacuum 
products.  In 2015, we expanded our product list to include truck and trailer accessories.
Chandler Equipment is one of the leading global suppliers of vacuum pumps, valves, liquid transport trailer components, 
and frac tank components.  Our manufacturing and distribution center has undergone two major renovations; in 
2004 we added 20,000 sqft for manufacturing, and in 2011 we purchased 3.5 acres and added 15,000 sqft additional 
manufacturing space, making a total of 65,000 sqft of production and warehouse space.
Today, Chandler’s manufacturing facility is state-of-the-art and optimized to provide the needs of our customers with 
exceptional service and superior quality.  We are constantly striving to broaden our product list and streamline our 
manufacturing processes.  We proudly sell to all 50 states and internationally.

Chandler is committed to our customers by providing the industry with unmatched
customer service and the highest quality products in the marketplace.
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Butterfly Valves

Chandler Butterfly Valves

Nickle/Ductile Stainless Steel Aluminum/Bronze Nylon Coated

Size Seat Part # Part # Part # Part #

2”
BUNA 2024-0000 2024-0008 - 2024-0001

VITON 2024-2000 2024-2008 - -

TEFLON 2024-3000 2024-3008 - -

3”
BUNA 2025-0000 2025-0008 2025-0014 2025-0001

VITON 2025-2000 2025-2008 - -

TEFLON 2025-3000 2025-3008 - -

4”
BUNA 2026-0000 2026-0008 2026-0014 2026-0001

VITON 2026-2000 2026-2008 - -

TEFLON 2026-3000 2026-3008 - -

5”
BUNA 2027-0000 2027-0008 2027-0014 -

VITON 2027-2000 2027-2008 - -

TEFLON 2027-3000 2027-3008 - -

6”
BUNA 2028-0000 2028-0008 2028-0014 2028-0001

VITON 2028-2000 2028-2008 - -

TEFLON 2028-3000 2028-3008 - -

8”
BUNA 2029-0000 2029-0008 2029-0014 2029-0001

VITON 2029-2000 2029-2008 - -

TEFLON 2029-3000 2029-3008 - -

10”
BUNA 2030-0000 2030-0008 2030-0014 2030-0001

VITON 2030-2000 2030-2008 - -

TEFLON 2030-3000 2030-3008 - -

12”
BUNA 2032-0000 2032-0008 2032-0014 2030-0001

VITON 2032-2000 2032-2008 - -

TEFLON 2032-3000 2032-3008 - -

Stainless Steel

Size Seat Part #

2”
BUNA 2124-0008

VITON 2124-2008

TEFLON 2124-3008

3”
BUNA 2125-0008

VITON 2125-2008

TEFLON 2125-3008

4”
BUNA 2126-0008

VITON 2126-2008

TEFLON 2126-3008

5”
BUNA 2127-0008

VITON 2127-2008

TEFLON 2127-3008

6”
BUNA 2128-0008

VITON 2128-2008

TEFLON 2128-3008

8”
BUNA 2129-0008

VITON 2129-2008

TEFLON 2129-3008

10”
BUNA 2130-0008

VITON 2130-2008

TEFLON 2130-3008

12”
BUNA 2132-0008

VITON 2132-2008

TEFLON 2132-3008

20 Series - Wafer Butterfly Valve No Lug 21 Series - Lug Style Butterfly Valve

FEATURES
• 416 Stainless Steel Stem

• 200 PSI NSCWP

• #125/#150 Capable

• Pinless Disc, Notched Body

• Ductile Body & Epoxy Coat

• Available with a DD or Square Stem

FEATURES
• 416 Stainless Steel Stem

• 200 PSI NSCWP

• #125/#150 Capable

• Pinless Disc, Long Neck

• Ductile Body & Epoxy Coat

• DD Stem
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Chandler Butterfly Valves

Nickle/Ductile Stainless Steel Aluminum/Bronze

Size Seat Part # Part # Part #

2”
EPDM 2224-1000 2224-1008 2224-1014

BUNA 2224-0000 2224-0008 2224-0014

3”
EPDM 2225-1000 2225-1008 2225-1014

BUNA 2225-0000 2225-0008 2225-0014

4”
EPDM 2226-1000 2226-1008 2226-1014

BUNA 2226-0000 2226-0008 2226-0014

5”
EPDM 2227-1000 2227-1008 2227-1014

BUNA 2227-0000 2227-0008 2227-0014

6”
EPDM 2228-1000 2228-1008 2228-1014

BUNA 2228-0000 2228-0008 2228-0014

8”
EPDM 2229-1000 2229-1008 2229-1014

BUNA 2229-0000 2229-0008 2229-0014

10”
EPDM 2230-1000 2230-1008 2230-1014

BUNA 2230-0000 2230-0008 2230-0014

12”
EPDM 2232-1000 2232-1008 2232-1014

BUNA 2232-0000 2232-0008 2232-0014

Nickle/Ductile Stainless Steel Aluminum/Bronze

Size Seat Part # Part # Part #

2”
EPDM 2324-1000 2324-1008 2324-1014

BUNA 2324-0000 2324-0008 2324-0014

3”
EPDM 2325-1000 2325-1008 2325-1014

BUNA 2325-0000 2325-0008 2325-0014

4”
EPDM 2326-1000 2326-1008 2326-1014

BUNA 2326-0000 2326-0008 2326-0014

5”
EPDM 2327-1000 2327-1008 2327-1014

BUNA 2327-0000 2327-0008 2327-0014

6”
EPDM 2328-1000 2328-1008 2328-1014

BUNA 2328-0000 2328-0008 2328-0014

8”
EPDM 2329-1000 2329-1008 2329-1014

BUNA 2329-0000 2329-0008 2329-0014

10”
EPDM 2330-1000 2330-1008 2330-1002

BUNA 2330-0000 2330-0008 2330-0014

12”
EPDM 2332-1000 2332-1008 2332-1014

BUNA 2332-0000 2332-0008 2332-0014

22 Series - Wafer Butterfly Valve 4 Bolt 23 Series - Lug Style Butterfly Valve Single Stem

Butterfly Valves

FEATURES
• 416 Stainless Steel Stem

• 200 PSI NSCWP

• #125/#150 Capable

• Pinless Disc, Alignment Holes, Notched Body

• Ductile Body & Epoxy Coat

• DD Stem

• MTO Sizes 26”-72”

FEATURES
• 416 Stainless Steel Stem

• 200 PSI NSCWP

• #125/#150 Capable

• Pinless Disc, Long Neck

• Ductile Body & Epoxy Coat

• DD Stem

Teflon

Size Seat Part #

2” TEFLON 2524-3004

3” TEFLON 2525-3004

4” TEFLON 2526-3004

6” TEFLON 2528-3004

8” TEFLON 2529-3004

10” TEFLON 2530-3004

12” TEFLON 2532-3004

25 Series - Split Body Wafer Butterfly Valve

FEATURES
• 304 Stainless Steel Stem

• 200 PSI NSCWP

• #125/#150 Capable

• Teflon Disc and Seat

26 Series - Split Body Lug Butterfly Valve

Teflon

Size Seat Part #

4” TEFLON 2626-3004

FEATURES
• 304 Stainless Steel Stem

• 200 PSI NSCWP

• #125/#150 Capable

• Teflon Disc and Seat
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Butterfly Valves

Chandler Butterfly Valves

Nickle/Ductile Teflon

Size Seat Part # Part #

2” BUNA 2924-0000 2924-0014

3” BUNA 2925-0000 2925-0014

4” BUNA 2926-0000 2926-0014

5” BUNA 2927-0000 2926-0014

6” BUNA 2928-0000 2928-0014

8” BUNA 2929-0000 2929-0014

10” BUNA 2930-0000 2930-0014

12” BUNA 2932-0000 2932-0014

29 Series - Wafer Butterfly Valve Long Neck

27 Series - Grooved End Butterfly Valve

Aluminum/Bronze

Size Seat Part #

2” BUNA 2824-0000

3” BUNA 2825-0000

4” BUNA 2826-0000

6” BUNA 2828-0000

Nickle/Ductile

Size Seat Part #

2” BUNA 2724-0000

3” BUNA 2725-0000

4” BUNA 2726-0000

5” BUNA 2727-0000

6” BUNA 2728-0000

8” BUNA 2729-0000

28 Series - Threaded End Butterfly Valve

DD

Size Part #

2” 2A24-DDAA

3” 2A25-DDAA

4” 2A26-DDAA

5” 2A27-DDAA

6” 2A28-DDAA

8” 2A29-DDAA

10” 2A30-DDAA

12” 2A32-DDAA

Pneumatic Double Acting Actuator 
(Air to Open / Air to Close)

DD

Size Part #

2” 2A24-DDAS

3” 2A25-DDAS

4” 2A26-DDAS

5” 2A27-DDAS

6” 2A28-DDAS

8” 2A29-DDAS

10” 2A30-DDAS

12” 2A32-DDAS

Pneumatic Spring Return Actuator
(Air to Open / Fall Close)

FEATURES
• Direct Mounts to Chandler

   Butterfly Valves

FEATURES
• Direct Mounts to Chandler

   Butterfly Valves

FEATURES
• 416 Stainless Steel Stem

• 200 PSI NSCWP

• #125/#150 Capable

• Pinless Disc, Long Neck

• Ductile Body & Epoxy Coat

• DD Shaft

FEATURES
• 416 Stainless Steel Stem

• 200 PSI NSCWP

• Female NPT

• Cast Iron Body

FEATURES
• 200 PSI NSCWP

• 3 Grooved Ends, Bubble Tight Shutoff
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Chandler Ball Valves

Valves

MZ Brass Check Valve

Size Part #

¼” 1037-0025

⅜” 1037-0038

½” 1037-0050

¾” 1037-0075

1” 1037-0100

1¼” 1037-0125

1½” 1037-0150

2” 1037-0200

2½” 1037-0250

3” 1037-0300

4” 1037-0400

FNPT x FNPT Ball Valve

FEATURES
• 2-Piece Body, Full Port, Blow-out
   Proof Stem, PTFE Seats

• ¼” to 2” 600 PSI WOG, 150 PSI
   WSP 2½”-4” 400 PSI WOG

• CSA Certified, UL Guides YQNZ, YRBX, YRPV & YSDT

• FM Approved (1/4” - 2”), Temperature Range 0°F - 400°F

FEATURES
• 2-Piece Body, Blow-out Proof Stem, PTFE Seats

• NSF/ANSI 61-8, MSS SP. 110

• UL Guides YQNZ, YRBX, YRPV & YSDT

• 600 PSI WOG, 150 PSI WSP

Size Part #

1” 1037-5000

2” 1042-5000

FNPT x MNPT Ball Valve

Size Part #

¼” 1038-0025-BR06

⅜” 1038-0038-BR06

½” 1038-0050-BR06

¾” 1038-0075-BR06

1” 1038-0100-BR06

1¼” 1038-0125-BR06

1½” 1038-0150-BR06

2” 1038-0200-BR06

2½” 1038-0250-BR06

3” 1038-0300-BR06

4” 1038-0400-BR06

Size Part #

¼” 1038-0025-HB06

⅜” 1038-0038-HB06

½” 1038-0050-HB06

¾” 1038-0075-HB06

1” 1038-0100-HB06

1¼” 1038-0125-HB06

1½” 1038-0150-HB06

2” 1038-0200-HB06

2½” 1038-0250-HB06

3” 1038-0300-HB06

4” 1038-0400-HB06

600# Brass Ball Valve 600# Heavy Duty Brass Ball Valve

FEATURES
• 600 PSI WOG

• Full Port

• PTFE Seats

• Brass & Chrome Plated Ball

FEATURES
• Rebuildable

• Buna Gasket 75 Duro

• Brass Swing Check

• ⅜"- 4" Brass Body / 5"- 6" Bronze Body

FEATURES
• 600 PSI WOG

• Full Port

• PTFE Seats

• Brass & Chrome Plated Ball

Check Valve
Size Part # PSI Description

⅜” 3100-0038 MZ 145 Brass Check Valve, Buna O-Ring, FNPT Threads

½” 3100-0050 MZ 145 Brass Check Valve, Buna O-Ring, FNPT Threads

¾” 3100-0075 MZ 145 Brass Check Valve, Buna O-Ring, FNPT Threads

1” 3100-0100 MZ 145 Brass Check Valve, Buna O-Ring, FNPT Threads

1¼” 3100-0125 MZ 145 Brass Check Valve, Buna O-Ring, FNPT Threads

1½” 3100-0150 MZ 145 Brass Check Valve, Buna O-Ring, FNPT Threads

2” 3100-0200 MZ 145 Brass Check Valve, Buna O-Ring, FNPT Threads

2½” 3100-0250 MZ 90 Brass Check Valve, Buna O-Ring, FNPT Threads

3” 3100-0300 MZ 90 Brass Check Valve, Buna O-Ring, FNPT Threads

4” 3100-0400 MZ 90 Brass Check Valve, Buna O-Ring, FNPT Threads

5” 3100-0500 MZ 145 Brass Check Valve, Buna O-Ring, FNPT Threads

6” 3100-0600 MZ 145 Brass Check Valve, Buna O-Ring, FNPT Threads
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Ball Valves

Chandler Ball Valves

Size Part #

¼” 1038-0025-SS10

⅜” 1038-0038-SS10

½” 1038-0050-SS10

¾” 1038-0075-SS10

1” 1038-0100-SS10

1¼” 1038-0125-SS10

1½” 1038-0150-SS10

2” 1038-0200-SS10

Size Part #

¼” 1038-2025-SS20

⅜” 1038-2038-SS20

½” 1038-2050-SS20

¾” 1038-2075-SS20

1” 1038-2100-SS20

1¼” 1038-2125-SS20

1½” 1038-2150-SS20

2” 1038-2200-SS20

2½” 1038-2250-SS20

3” 1038-2300-SS20

4” 1038-2400-SS20

Size Part #

¼” 1038-3025-SS10

⅜” 1038-3038-SS10

½” 1038-3050-SS10

¾” 1038-3075-SS10

1” 1038-3100-SS10

1¼” 1038-3125-SS10

1½” 1038-3150-SS10

2” 1038-3200-SS10

2½” 1038-3250-SS10

3” 1038-3300-SS10

4” 1038-3400-SS10

Size Part #

¼” 1038-0025-BS20

⅜” 1038-0038-BS20

½” 1038-0050-BS20

¾” 1038-0075-BS20

1” 1038-0100-BS20

1¼” 1038-0125-BS20

1½” 1038-0150-BS20

2” 1038-0200-BS20

2000# Barstock Ball Valve 2-Piece 2000# Stainless Steel 
Ball Valve

3-Piece 1000# Stainless Steel 
Ball Valve

1000# Stainless Steel Ball Valve

FEATURES
• 1000 PSI NSCWP, Female NPT Threads

• Reduced Port, 1-Piece Body

• 316 SS Blow-out Proof Design, CF8M Body, 316 SS Ball

FEATURES

• ¼”-2” 2000 PSI / 2.5”-4” 1000 PSI,
   Female NPT Threads

• Full Port, 2-Piece Seal Welded Body

• NACE Compliant, Fire Safe Design, Locking Handle

• 316 SS Stem, Blow-out Proof, CF8M Body, 316 SS Ball

FEATURES
• 1000 PSI NSCWP, Female NPT Threads

• Full Port, 3-Piece Bolted Body

• NACE Compliant, Fire Safe Design, Locking Handle

• Blow-out Proof Stem, Stainless Steel Body, 316 SS Ball

FEATURES
• 2000 PSI WOG, Female NPT Threads

• Reduced Port, 1-Piece Body

• NACE Compliant, Non-Locking Handle

• 316 SS Blow-out Proof Stem, WCB Body, 316 SS Ball

2-Piece 2000# WCB Ball Valve 2-Piece 3000# Stainless Steel
Ball Valve

Size Part #

¼” 1038-2025-WCB20

⅜” 1038-2038-WCB20

½” 1038-2050-WCB20

¾” 1038-2075-WCB20

1” 1038-2100-WCB20

1¼” 1038-2125-WCB20

1½” 1038-2150-WCB20

2” 1038-2200-WCB20

2½” 1038-2250-WCB20

3” 1038-2300-WCB20

4” 1038-2400-WCB20

Size Part #

¼” 1038-2025-SS30

⅜” 1038-2038-SS30

½” 1038-2050-SS30

¾” 1038-2075-SS30

1” 1038-2100-SS30

1¼” 1038-2125-SS30

1½” 1038-2150-SS30

2” 1038-2200-SS30FEATURES

• ¼”-2” 2000 PSI / 2½”-4” 1000 PSI,
   Female NPT Threads

• Full Port, 2-Piece Seal Welded Body

• 316 SS Blow-out Proof Stem, WCB Body, 316 SS Ball

FEATURES
• 3000 PSI NSCWP

• Full Port, 2-Piece Seal Welded Body

• NACE Compliant, Fire Safe Design, Locking Handle

• 316 SS Blow-out Proof Stem, 316 SS Body, 316 SS Ball
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Chandler Ball Valves

Ball Valves

Size Part #

¼” 1038-2025-WCB30

⅜” 1038-2038-WCB30

½” 1038-2050-WCB30

¾” 1038-2075-WCB30

1” 1038-2100-WCB30

1¼” 1038-2125-WCB30

1½” 1038-2150-WCB30

2” 1038-2200-WCB30

Size Part #

¼” 1038-2025-WCB60

⅜” 1038-2038-WCB60

½” 1038-2050-WCB60

¾” 1038-2075-WCB60

1” 1038-2100-WCB60

1¼” 1038-2125-WCB60

1½” 1038-2150-WCB60

2” 1038-2200-WCB60

2-Piece 6000# Stainless Steel 
Ball Valve

Isolator Ball Valve 

2-Piece 6000# WCB Ball Valve2-Piece 3000# WCB Ball Valve

FEATURES
• 3000 PSI NSCWP, Female NPT Threads

• Full Port, 2-Piece Seal Welded Body

• NACE Compliant, Fire Safe Design, Locking Handle

• 316 SS Blow-out Proof Stem, WCB Body, 316 SS Ball

FEATURES
• 6000 PSI NSCWP 

• Full Port (2” Reduced Port), 2-Piece Seal Welded Body

• NACE Compliant, Fire Safe Design, Locking Handle

• WCB Body, CF8M Ball

Size Part #

¼” 1038-2025-SS60

⅜” 1038-2038-SS60

½” 1038-2050-SS60

¾” 1038-2075-SS60

1” 1038-2100-SS60

1¼” 1038-2125-SS60

1½” 1038-2150-SS60

2” 1038-2200-SS60

Size Part #

1” 1039-0100-SS20

2” 1039-0200-SS15

FEATURES
• 6000 PSI NSCWP, Female NPT Threads

• Full Port, 2-Piece Seal Welded Body

• NACE Compliant, Fire Safe Design, Locking Handle

• 316 SS Blow-out Proof Stem, SS Body, CF8M Ball

FEATURES
• 1”x ¼”, 2”x ¼”

• 1” @ 2000 PSI / 2” @ 1500 PSI, Male x Female NPT Threads

• Standard Port, 2-Piece Seal Welded Body

• NACE Compliant

• 316 SS Blow-out Proof Stem, F316 SS Ball, CF8M Body

2-Piece 6000# Stainless Steel 
Ball Valve

Isolator Ball Valve 

Force Full Stainless Steel Trunnion Size Part #

2” 1037-0200-TNSS

3” 1037-0300-TNSS

4” 1037-0400-TNSS

6” 1037-0600-TNSS

8” 1037-0800-TNSS

10” 1037-1000-TNSS

12” 1037-1200-TNSS

14” 1037-1400-TNSSFEATURES
• ANSI 150-2500

• Full and Reduced Ports Available

• 316 SS Ball

• CF8M Stainless Steel Body

Size Part #

½” 1037-0050-BFSS

¾” 1037-0075-BFSS

1” 1037-0100-BFSS

1½” 1037-0150-BFSS

2” 1037-0200-BFSS

2½” 1037-0250-BFSS

3” 1037-0300-BFSS

4” 1037-0400-BFSS

6” 1037-0600-BFSS

8” 1037-0800-BFSS

FEATURES
• ANSI 150-2500

• Full and Reduced Ports Available

• NACE MR-0175, ADI6D, AP1607, Fire Safe

Force Stainless Steel Ball Valve
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Force Floating Ball Valve
BU Series

Force Floating Ball Valve
BF Series

Jurop 4-Way Valves

Size Part #

1½” 1037-0150-BU

2” 1037-0200-BU

3” 1037-0300-BU

4” 1037-0400-BU

6” 1037-0600-BU

8” 1037-0800-BU

10” 1037-1000-BU

12” 1037-1200-BU

Size Part #

½” 1037-0050-BF

¾” 1037-0075-BF

1” 1037-0100-BF

1½” 1037-0150-BF

2” 1037-0200-BF

2½” 1037-0250-BF

3” 1037-0300-BF

4” 1037-0400-BF

6” 1037-0600-BF

8” 1037-0800-BF

FEATURES
• ANSI 150-300

• Reduced Port

• 316 SS Ball

FEATURES
• ANSI 150-2500

• Full and Reduced Port Bore Available

• 316 SS Ball

• NACE MR-0175, ADI6D, AP1607, Fire Safe

2” 4-Way Valves
Part # Description

2090-0000 2” 4-Way Manual Handle and 2” Female NPT Threads

2090-2010 2” 4-Way Pneumatic Actuator and 2” Female NPT Threads

3” 4-Way Valves
Part # Description

2120-0000-NF 3” 4-Way Manual Handle - No Flange

2120-2010 3” 4-Way Valve Pneumatic Actuator - No Flange

2120-0000-F 3” 4-Way Manual Handle - Weld Flange

2120-2010-F 3” 4-Way Valve Pneumatic Acutator - Weld Flange

2120-0000 3” 4-Way Manual Handle - 3” Female NPT Threads

2120-2010 3” 4-Way Valve Pneumatic Actuator - 3” NPT Threads 

FEATURES
• Cast Iron Body

• Four 2” Female Threaded NPT Ports

• Design Pressure -1/+4 BAR

• Max PNE Pressure 8 BAR (116 PSI)

FEATURES
• Cast Iron Body

• Four 2” Female Threaded NPT Ports

• Available in Weld Flange, Female NPT Threads, 
  and No Flange Configurations

• Dual Top, Bottom Grease Zerks for Easy Maintenance

• Design Pressure -1/+4 BAR

• Max PNE Pressure 8 BAR (116 PSI)

Ball Valves

Chandler Ball Valves
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4-Way Valves

Jurop 4-Way Valves

FEATURES
• Cast Iron Body

• Available in Weld Flange, Female NPT Threads, 
  and No Flange Configurations

• Dual Top, Bottom Grease Zerks for Easy Maintenance

• Design Pressure -1/+4 BAR

• Max PNE Pressure 8 BAR (116 PSI)

4” 4-Way Valves
Part # Description

2140-0000-NF 4” 4-Way Manual Handle - No Flange

2140-2010 4” 4-Way Valve Pneumatic Actuator - No Flange

2140-0002 4” 4-Way Manual Handle - Weld Flange

2140-2011 4” 4-Way Valve Pneumatic Acutator - Weld Flange

2140-0000 4” 4-Way Manual Handle - 3” Female NPT Threads

2140-2012 4” 4-Way Valve Pneumatic Actuator - 3” NPT Threads 

6” 4-Way Valves
Part # Description

2160-0000-NF 6” 4-Way Manual Handle - No Flange

2160-2010 6” 4-Way Valve Pneumatic Actuator - No Flange

2160-0000-F 6” 4-Way Manual Handle - Weld Flange

2160-2011 6” 4-Way Valve Pneumatic Acutator - Weld Flange

2160-0000 6” 4-Way Manual Handle - 3” Female NPT Threads

2160-2012 6” 4-Way Valve Pneumatic Actuator - 3” NPT Threads 

8” 4-Way Valves
Part # Description

2180-0000-NF 8” 4-Way Manual Handle - No Flange

2080-2010 8” 4-Way Valve Pneumatic Actuator - No Flange

2180-0000 8” 4-Way Manual Handle - Weld Flange

2180-2011 8” 4-Way Valve Pneumatic Acutator - Weld Flange

FEATURES
• Cast Iron Body

• Available in Weld Flange, Female NPT Threads, 
  and No Flange Configurations

• Dual Top, Bottom Grease Zerks for Easy Maintenance

• Design Pressure -1/+4 BAR

• Max PNE Pressure 8 BAR (116 PSI)

FEATURES
• Cast Iron Body

• Available in Weld Flange, Female NPT Threads, 
  and No Flange Configurations

• Dual Top, Bottom Grease Zerks for Easy Maintenance

• Design Pressure -1/+4 BAR

• Max PNE Pressure 8 BAR (116 PSI)
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Lever Valves

MZ Brass Lever Valve

DIMENSIONS

Ø” 2” 3” 4” 6”

Ø 1.9” 2.95” 3.7” 5.7”

H 4.6” 6.7” 8.6” 12.6”

h 3.2” 4.76” 6.2” 9.13”

L 10.4” 12.6” 15.2” 17.8”

F 3.15” 3.54” 3.9” 4.02”

NPT x NPT and 4- Bolt Flange x NPT
Size Part # Description

2” 1039-0000 MZ Brass Lever Valve, Female NPT x Female NPT 

3” 1040-0000 MZ Brass Lever Valve, Female NPT x Female NPT 

4” 1041-0000 MZ Brass Lever Valve, Female NPT x Female NPT 

6” 1060-0000 MZ Brass Lever Valve, Female NPT x Female NPT 

Description Part # Part # Part # Part #

2” Valve 3” Valve 4” Valve 6” Valve

1 Body 1039-0001 MZ 1040-0006 MZ 1041-0001 MZ 1060-0001 MZ

2 Screw 1039-0003 MZ 1041-0003 MZ 1041-0003 MZ 1041-0003 MZ

3 Handle 1039-0005 MZ 1041-0005 MZ 1041-0005 MZ 1060-0005 MZ

4 Nut 1039-0002 MZ 1040-0002 MZ 1041-0002 MZ 1041-0002 MZ

5 Nylon Bushings 1039-0004 MZ 1040-0004 MZ 1041-0004 MZ 1060-0004 MZ

6 Pin 1039-0006 MZ 1040-0006 MZ 1041-0006 MZ 1060-0006 MZ

7 Gate 1039-0009 MZ 1040-0009 MZ 1041-0009 MZ 1060-0009 MZ

8 Inner Lever 1039-0010 MZ 1040-0010 MZ 1041-0010 MZ 1060-0010 MZ

9 Gasket 1039-0011 MZ 1040-0011 MZ 1041-0011 MZ 1060-0011 MZ

10 Head 1039-0012 MZ 1040-0012 MZ 1041-0012 MZ 1060-0012 MZ

11 Screw 1039-0013 MZ 1041-0013 MZ 1041-0013 MZ 1041-0013 MZ

SPECIFICATIONS

DN 2” - 6”

P(BAR) 6

P(PSI) 90

T °C -15 +80
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Lever Valves

MZ Heated Brass Lever Valve

NPT x NPT
Part # Description

1041-000H MZ 4” Heated Brass Lever Valve With Handle, 1/2” NPT Ports

1060-000H MZ 6” Heated Brass Lever Valve With Handle, 1/2” NPT Ports

DIMENSIONS

Ø” 4” 6”

Ø 3.66” 5.7”

B 2.9” 3.94”

C 0.59” 1.06”

F 3.94” 4.02”

h 6.18” 9.13”

H 9.53” 13.66”

L1 15.16” 18.19”

Description Part #

4” Valve 6” Valve

1 Body 1041-001H MZ 1060-001H MZ

2 Screw 1041-0003 MZ 1041-0003 MZ

3 Handle 1041-0005 MZ 1060-0005 MZ

4 Nut 1041-0002 MZ 1041-0002 MZ

5 Nylon Bushings 1041-0004 MZ 1060-0004 MZ

6 Pin 1041-0006 MZ 1060-0006 MZ

7 Gate 1041-0009 MZ 1060-0009 MZ

8 Inner Lever 1041-0010 MZ 1060-0010 MZ

9 Gasket 1041-0011 MZ 1060-0011 MZ

10 Head 1041-0012 MZ 1060-0012 MZ

11 Screw 1041-0013 MZ 1041-0013 MZ

SPECIFICATIONS

DN 4” - 6”

P(BAR) 6

P(PSI) 90

T °C -15 +80
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Piston Valves

MZ Brass Piston Valves

NPT x NPT
Part # Description

1045-1000 MZ 4” Piston Valve, NPT x NPT

1045-1010 MZ 4” Piston Valve, With Air Cylinder, NPT x NPT

1045-1011 MZ 4” Piston Valve, With Double Acting Hydraulic Cylinder, NPT x NPT

1046-1000 MZ 6” Piston Valve, NPT x NPT

1046-1010 MZ 6” Piston Valve With Air Cylinder

1046-1011 MZ 6” Piston Valve With Double Acting Hydraulic Cylinder	

DIMENSIONS

Ø” 4” 6”

Ø1 3.74” 5.71”

H 12.13” 15.39”

h 9.21” 11.26”

L 3.96” 4.15”

F 3.54” 4.02”

SPECIFICATIONS

DN 4” - 6”

P(BAR) 4

P(PSI) 60

T °C -15 +80

Type 4” 6”

HS 2012-0000 MZ 2013-0000 MZ

HES - 2009-0000 MZ

HH 2015-0000 MZ 2015-0000 MZ

AA 2010-0000 MZ 2011-0000 MZ

AS 2021-0000 MZ 2022-0000 MZ

HS HES HH AA AS

Description Part # Part #

4” Valve 6” Valve

1 Body 1045-1001 MZ 1046-1001 MZ

2 Gasket 1045-0002 MZ 1046-0002 MZ

3 Gate 1045-0003 MZ 1046-1003 MZ

4 Locking Clamp 1045-0006 MZ 1045-0006 MZ

5 Stem 1045-0004 MZ 1046-0004 MZ

6 Head 1045-1005 MZ 1046-1005 MZ

7 Screw 1046-0006 MZ 1046-0006 MZ

8 Nylon Packing 1046-0008 MZ 1046-0008 MZ

9 Nut 1046-1008 MZ 1046-1008 MZ

10 Fork 1046-0009 MZ 1046-0009 MZ
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Piston Valves

MZ Heated Brass Piston Valves

NPT x NPT (With 1/2” Ports)
Part # Description

1046-100H MZ 6” Heated Piston Valve NPT x NPT

1046-111H MZ 6” Heated Piston Valve With Double Acting Hydraulic Cylinder, NPT x NPT

1046-110H MZ 6” Heated Piston Valve With Double Acting Air Cylinder, NPT x NPT

DIMENSIONS

Ø” 6”

Ø1 5.7”

B 1.97”

h 11.26”

H 15.39”

L 4.15”

F 3.54”

SPECIFICATIONS

DN 6”

P(BAR) 4

P(PSI) 60

T °C -15 +80

Type 6”

HS 2013-0000 MZ

HES 2009-0000 MZ

HH 2015-0000 MZ

AA 2011-0000 MZ

AS 2022-0000 MZ

HS HES HH AA AS

Description Part #

6” Valve

1 Body 1046-101H MZ

2 Gasket 1046-0002 MZ

3 Gate 1046-1003 MZ

4 Locking Clamp 1045-0006 MZ

5 Stem 1046-0004 MZ

6 Head 1046-1003 MZ

7 Screw 1046-0006 MZ

8 Nylon Packing 1046-0008 MZ

9 Nut 1046-1008 MZ

10 Fork 1046-0009 MZ
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4 Bolt Flange
Part # Description

2003-0000 MZ 4” 4-Bolt Flange Piston Valve

2003-0010 MZ 4” 4-Bolt Flange Valve With Air Cylinder

2003-0011 MZ 4” 4-Bolt Flange Piston Valve With Double Acting Hydraulic Cylinder

2002-0000 MZ 6” 4-Bolt Flange Piston Valve

2002-0010 MZ 6” 4-Bolt Flange Valve With Air Cylinder

2002-0011 MZ 6” 4-Bolt Flange Valve With Single Acting Hydraulic Cylinder

2002-0013 MZ 6” 4-Bolt Flange Valve With Double Acting Hydraulic Cylinder

2008-0000 MZ 8” 4-Bolt Flange Piston Valve

2008-1000 MZ 8” 4-Bolt Flange Piston Valve With Air Cylinder

2008-1001 MZ 8” 4-Bolt Flange Piston Valve With Double Acting Hydraulic Cylinder

2005-0000 4-Bolt Flange Plate With 4” Hole

2006-0000 4-Bolt Flange Plate With 6” Hole

DIMENSIONS

Ø” 4” 6” 8”

Ø1 3.7” 5.7” 7.36”

H 12.2” 15.7” 18.4”

h 10.16” 12.75” 14.01”

L 7.1” 7.1” 9”

L1 3.8” 4.23” 5.4”

F 3.5” 3.5” 4.4”

d 0.51” 0.51” 0.51”

l 5.9” 5.9” 7.1”

SPECIFICATIONS

DN 4” 6” 8”

P(BAR) 3 2.5 1.5

P(PSI) 45 35 22

T °C -15 +80

HS HES HH AA AS

Type 4” 6” 8”

HS 2012-0000 MZ 2013-0000 MZ 2020-0000 MZ

HES - 2009-0000 MZ 2009-0200 MZ

HH 2015-0000 MZ 2015-0000 MZ 2016-0000 MZ

AA 2010-0000 MZ 2011-0000 MZ 2014-0000 MZ

AS 2021-0000 MZ 2022-0000 MZ -

Piston Valves

MZ Brass Piston Valves

Description Part # Part # Part #

4” Valve 6” Valve 8” Valve

1 Body 2003-0001 MZ 2002-0001 MZ 2008-0001 MZ

2 Gasket 2003-0002 MZ 2002-0002 MZ 1047-0002 MZ

3 Gate 2003-0003 MZ 2002-0002 MZ 1047-0003 MZ

4 Locking Clamp 1046-0006 MZ 1046-0006 MZ 1046-0006 MZ

5 Stem 1045-0004 MZ 1046-0005 MZ 1047-0004 MZ

6 Head 2003-0005 MZ 2002-0005 MZ 1047-0005 MZ

7 Screw 1046-0006 MZ 1046-0006 MZ 1046-0006 MZ

8 Nylon Packing 1040-0004 MZ 1040-0004 MZ 1047-0007 MZ

9 Nut 1046-0008 MZ 1046-0008 MZ 1046-0008 MZ

10 Fork 1046-0009 MZ 1046-0009 MZ 1046-0009 MZ

11 O Ring 2007-0000 MZ 2007-0000 MZ 2008-0010 MZ
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Piston Valves

MZ Brass Piston Valves
4 Bolt Flange x NPT

Part # Description

2003-1060 MZ 4” Piston Valve, 4-Bolt Flange x Female NPT

2003-1061 MZ 4” Piston Valve With Air Cylinder, 4-Bolt Flange x Female NPT

2003-1062 MZ 4” Piston Valve With Double Acting Hydraulic Cylinder, 4-Bolt Flange x Female NPT 

2002-1060 MZ 6” Piston Valve, 4-Bolt Flange x Female NPT

2002-1061 MZ 6” Piston Valve With Air Cylinder, 4-Bolt Flange x Female NPT

2002-1062 MZ 6” Piston Valve With Double Acting Hydraulic Cylinder, 4-Bolt Flange x Female NPT

2005-0000 4-Bolt Flange Plate With 4” Hole

2006-0000 4-Bolt Flange Plate With 6” Hole

DIMENSIONS

Ø” 4” 6”

Ø1 3.74” 5.7”

h 10.16” 12.9”

H 12.3” 15.6”

L 7.08” 7.08”

L1 2.97” 4.23”

d 0.51” 0.51”

l 5.9” 5.9”

F 3.15” 3.4”

SPECIFICATIONS

DN 4” 6”

P(BAR) 3 2.5

P(PSI) 45 35

T °C -15 +80

Type 4” 6”

HS 2015-0000 MZ 2013-0000 MZ

HES - 2009-0000 MZ

HH 2015-0000 MZ 2015-0000 MZ

AA 2010-0000 MZ 2011-0000 MZ

AS 2021-0000 MZ 2022-0000 MZ

HS HES HH AA AS

Description Part # Part #

4” Valve 6” Valve

1 Body 2003-1001 MZ 2002-1001 MZ

2 Gasket 2003-1002 MZ 2002-1002 MZ

3 Gate 2003-0003 MZ 2002-0003 MZ

4 Locking Clamp 1045-0006 MZ 1045-0006 MZ

5 Stem 1045-0004 MZ 1046-0004 MZ

6 Head 2003-1005 MZ 2002-1005 MZ

7 Screw 1046-0006 MZ 1046-0006 MZ

8 Nylon Packing 1040-0004 MZ 1040-0004 MZ

9 Nut 1046-0004 MZ 1046-0004 MZ

10 Fork 1046-0009 MZ 1046-0009 MZ

11 O Ring 2007-0000 MZ 2007-0000 MZ
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Type 4” 6” 8”

HS 2012-0000 MZ 2013-0000 MZ 2020-0000 MZ

HH 2015-0000 MZ 2015-0000 MZ 2016-0000 MZ

AA 2010-0000 MZ 2011-0000 MZ 2014-0000 MZ

DIMENSIONS

Ø” 4” 6” 8”

A 3.5” 4.5” 5.7”

B 1.8” 2.36” 4.56”

C 2.95” 3.9” 4.92”

D 3.7” 5.7” 7.48”

d M12 M12 M13

E 5.9” 7.8” 9.8”

F 0.4” 0.4” 0.4”

H 12.56” 15.9” 19.5”

h 10.7” 13.6” 14.96”

I 4.7” 5.9” 7.7”

L  2.7” 2.7” 3.54”

4 Bolt Flange Stainelss Steel Disc
Part # Description

2104-0000 MZ 4” 4-Bolt Flange Valve, Stainless Steel Disc

2104-1000 MZ 4” 4-Bolt Flange Valve With Air Cylinder, Stainless Steel Disc

2104-1001 MZ 4” 4-Bolt Flange Valve With Double Acting Hydraulic Cylinder, Stainless Steel Disc

2106-0000 MZ 6” 4-Bolt Flange Valve, Stainless Steel Disc

2106-1000 MZ 6” 4-Bolt Flange Valve With Air Cylinder, Stainless Steel Disc

2106-1001 MZ 6” 4-Bolt Flange Valve With Double Acting Hydraulic Cylinder, Stainless Steel Disc

2108-0000 MZ 8” 4-Bolt Flange Valve, Stainless Steel Disc

2108-1000 MZ 8” Flanged Knife Gate With Double Acting Air Cylinder

2108-1001 MZ 8” Flanged Knife Gate With Double Acting Hydraulic Cylinder

2104-1050 4-Bolt Flange Plate With 4” Hole

2106-1050 4-Bolt Flange Plate With 6” Hole

SPECIFICATIONS

DN 4” - 6” - 8”

P(BAR) 4

P(PSI) 60

T °C -15 +80

HS HH AA

Description Part # Part # Part #

4” Valve 6” Valve 8” Valve

1 Body 2104-0001 MZ 2106-0001 MZ 2108-0001 MZ

2 Seat Ring 2104-0002 MZ 2106-0002 MZ 2108-0002 MZ

3 O Ring 2104-0006 MZ 2106-0006 MZ 2108-0006 MZ

4 O Ring 2104-0005 MZ 2106-0005 MZ 2106-0005 MZ

5 Sleeve 2104-0003 MZ 2106-0003 MZ 2108-0003 MZ

6 O Ring 2104-0004 MZ 2106-0004 MZ 2108-0004 MZ

7 Knife 2104-0007 MZ 2106-0007 MZ 2108-0007 MZ

8 Clamp 2106-0009 MZ 2106-0009 MZ 2108-0009 MZ

9 Screw 2106-0008 MZ 2106-0008 MZ 2108-0008 MZ

10 Gasket 2104-0010 MZ 2106-0010 MZ 2108-0010 MZ

11 Stem 1045-0004 MZ 1046-0004 MZ 1047-0004 MZ

12 Head 2104-0012 MZ 2106-0012 MZ 2108-0018 MZ

13 Nylon Packing 1040-0004 MZ 1040-0004 MZ 1047-0004 MZ

14 Nut 1046-0008 MZ 1046-0008 MZ 1047-0008 MZ

15 Fork 1046-0009 MZ 1046-0009 MZ 1046-0009  MZ

16 Screw 1046-0006 MZ 1046-0006 MZ 1046-0006 MZ

17 Self-Locking Nut 2106-0018 MZ 2106-0018 MZ 2108-0018 MZ

Piston Valves

MZ Brass Piston Valves
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Piston Valves

MZ Gate Valves

HS HH AA

Cast Iron Gate Valve - With Discharge
Size Part # Description

3” 2203-0000 MZ Knife Gate 3” - SS Knife & Discharge, Cast Iron Body, 3 O-Rings Per Value 

4” 2204-0000 MZ Knife Gate 4” - SS Knife & Discharge, Cast Iron Body, 3 O-Rings Per Value

5” 2205-0000 MZ Knife Gate 5” - SS Knife & Discharge, Cast Iron Body, 3 O-Rings Per Value

6” 2206-0000 MZ Knife Gate 6” - SS Knife & Discharge, Cast Iron Body, 3 O-Rings Per Value

8” 2208-0000 MZ Knife Gate 8” - SS Knife & Discharge, Cast Iron Body, 3 O-Rings Per Value

10” 2210-0000 MZ* Knife Gate 10” - SS Knife & Discharge, Cast Iron Body, 3 O-Rings Per Value

12” 2212-0000 MZ* Knife Gate 12” - SS Knife & Discharge, Cast Iron Body, 3 O-Rings Per Value

*10” & 12” Used in PN 10 Flanges and Do Not Have a Bottom Discharge

SPECIFICATIONS

DN 3” - 6” 8”

P(BAR) 10 8

P(PSI) 145 110

T °C -15 +80

FLANGES DIN PN10

Ø” l2 d2 Holes

3” 6” 5/8UNC 4

4” 7.5” 5/8UNC 8

5” 8.5” 3/4UNC 8

6” 9.5” 3/4UNC 8

8” 11.75” 3/4UNC 8

DIMENSIONS

Ø” 3” 4” 5” 6” 8”

A 2.48” 2.48” 2.48” 2.48” 3.54”

B 11.6” 13” 14.6” 16.3” 19.7”

C 3.5” 4” 4.6” 5.12” 6.14”

D 3.15” 3.94” 4.9” 5.9” 7.87”

E 5.16” 6.02” 7.17” 8.07” 10.12”

F 0.41” 0.41” 0.41” 0.41” 0.41

H 14.7” 16.9” 18.98” 20.6” 24.1”

h 3.07” 3.9” 4.25” 4.25” 4.33”

L 1.97” 1.97” 1.97” 2.36” 2.36”

l1 - 5.9” 5.9” 5.9” 7.7”

d1 - 2xM12 4xM12 4xM12 4xM12

Type 4” 5” 6” 8” 10” 12”

HS 2012-0000 MZ 2012-0500 MZ 2013-0000 MZ 2020-0800 MZ - -

HH 2015-0000 MZ 2015-0000 MZ 2024-0006 MZ 2024-0008 MZ 2024-0010 MZ 2024-0012 MZ

AA 2010-0000 MZ 2010-0500 MZ 2023-0006 MZ 2023-0008 MZ - -

Handles for Brass Piston Valve Handles for Cast Iron Piston ValveSize Part #

4”,5”,6” 1099-0456 MZ

8” 1099-0800 MZ

Size Part #

4”,5”,6” 1099-2456 MZ

8” 1099-2800 MZ

DIMENSIONS

Ø” 4” - 6” 8”

A 3.34” 3.5”

B 6.1” 7.36”

C 6.7” 8.1”

D 10.6” 12.2”

E 13.6” 17.5”

F 4.7” 4.7”

S 1.18” 1.18”

DIMENSIONS

Ø” 4” - 6” 8”

A 8.7” 10.4”

B 6.5” 9.25”

C 16.5” 24.4”

D 3.6” 3.6”

S 1.18” 1.18”
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Gate Valves

MZ Gate Valves

Cast Iron Gate Valve with Handwheel
Size Part # Description

4” 2204-2000 MZ Knife Gate 4” - Handwheel - SS Knife & Discharge, Cast Iron Body, 3 O-Rings Per Value

6” 2206-2000 MZ Knife Gate 6” - Handwheel - SS Knife & Discharge, Cast Iron Body, 3 O-Rings Per Value

8” 2208-2000 MZ Knife Gate 8” - Handwheel - SS Knife & Discharge, Cast Iron Body, 3 O-Rings Per Value

Stainless Steel Piston Valve
Size Part # Description

4” 1120-4028 MZ Stainless Steel Piston Valve, FKM Seats, 316 SS Disc, 4 Bolt DIN PN10 Bolt Pattern

6” 1120-6028 MZ Stainless Steel Piston Valve, FKM Seats, 316 SS Disc, 4 Bolt DIN PN10 Bolt Pattern

SPECIFICATIONS

DN 4” - 6” 8”

P(BAR) 10 8

P(PSI) 145 110

T °C -15 +80

SPECIFICATIONS

DN 4” - 6”

P(BAR) 10

P(PSI) 145

T °C -15 +80

FLANGES ANSI 150

Ø” l2 d2 Holes

4” 7.5” 5/8UNC 8

6” 9.5” 3/4UNC 8

8” 11.75” 3/4UNC 8

DIMENSIONS

Ø” 4” 6” 8”

B 8.86” 8.86” 9.84”

C 4.02” 5.12” 6.14”

D 3.94” 5.9” 7.87”

H 16.2” 19.5” 23.1”

L 1.97” 2.36” 2.36”

l1 5.9” 5.9” 7.09”

d1 2xM12 4xM12 4xM12

DIMENSIONS

Ø” 4” 6”

A 2.6” 2.6”

B 13.05” 16.3”

C 4.03” 5.06”

D 3.94” 5.9”

E 5.98” 8.07”

F 0.41” 0.41”

H 17” 20.5”

h 3.94” 4.21”

L 1.97” 2.36”

l1 7.09” 9.45”

d1 M16 M20
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Vacuum & Pressure Reilief

MZ Gate Valves

Valve Cylinders

HYD Cylinder - HS
Hydraulic Open, Spring Close

Air Cylinder - AA
Air Open, Air Close

HYD Cylinder - HES
Hydraulic Open, Spring Close

Air Cylinder - AA
Air Open, Air Close

HYD Cylinder - HH
Hydraulic Open, Hydraulic Close

Air Cylinder - AS
Air Open, Spring Close

Size Part # PSI

3” - 1160-2900

4” 2012-0000 MZ 1160-2900

5” 2012-0500 MZ 1160-2900

6” 2013-0000 MZ 1160-2900

8” 2020-0000 MZ 1160-2900

Size Part # PSI

4” 2010-0000 MZ 100-145

5” 2010-0500 MZ 100-145

6” 2011-0000 MZ 100-145

8” 2014-0000 MZ 100-145

Size Part # PSI

4” - 725-2900

5” - 725-2900

6” 2009-0000 MZ 1015-2900

8” 2009-0200 MZ 1015-2900

Size Part # PSI

6” 2023-0006 MZ 100-145

8” 2023-0008 MZ 100-145

10” - 100-145

Size Part # PSI

4” 2015-0000 MZ 580-2900

5” 2015-0000 MZ 580-2900

6” 2015-0000 MZ 870-2900

8” 2016-0000 MZ 1160-2900

10” - 1160-2900

Size Part # PSI

4” 2021-0000 MZ 100-145

6” 2022-0000 MZ 100-145

8” - 100-145

Brass Gate Valve
Size STD Part # PSI HD Part # PSI Description

¼” 3070-0025 MZ 145 3072-0025 MZ 230 FNPT x FNPT Threads

⅜” 3070-0038 MZ 145 3072-0038 MZ 230 FNPT x FNPT Threads

½” 3070-0050 MZ 145 3072-0050 MZ 230 FNPT x FNPT Threads

¾” 3070-0075 MZ 145 3072-0075 MZ 230 FNPT x FNPT Threads

1” 3070-0100 MZ 145 3072-0100 MZ 230 FNPT x FNPT Threads

1¼” 3070-0125 MZ 145 3072-0125 MZ 230 FNPT x FNPT Threads

1½” 3070-0150 MZ 145 3072-0150 MZ 230 FNPT x FNPT Threads

2” 3070-0200 MZ 145 3072-0200 MZ 230 FNPT x FNPT Threads

2½” 3070-0250 MZ 145 3072-0250 MZ 230 FNPT x FNPT Threads

3” 3070-0300 MZ 145 3072-0300 MZ 230 FNPT x FNPT Threads

3½” 3070-0350 MZ 145 3072-0350 MZ 230 FNPT x FNPT Threads

4” 3070-0400 MZ 145 3072-0400 MZ 230 FNPT x FNPT Threads

5” 3070-0500 MZ 145 3072-0500 MZ 145 FNPT x FNPT Threads

6” 3070-0600 MZ 145 3072-0600 MZ 145 FNPT x FNPT Threads

Air Cylinder Switch
Part # Description

1059-0000 On/Off Switch for Valve Air Cylinders

FEATURES
• Rebuildable

• Buna Packing 75 Duro

• Steel Handle

• Brass 1982 Gate
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Relief Valves

MZ Pressure Relief  Valves

DIMENSIONS

Ø” 1½”

Ø1 1.61”

H 4.45”

h 0.59”

L 2.64”

DIMENSIONS

Ø” 1¼” 1½” 2” 2½”

Ø1 1.25” 1.5” 1.85” 2.6”

d 1.3” 1.45” 1.7” 2.3”

D 1.5” 1.7” 1.9” 2.6”

h 0.55” 0.59” 0.62” 0.62”

h1 1.8” 1.9” 2” 2.8”

H 7.7” 7.7” 7.7” 7.3”

L 1.1” 1.2” 1.4” 1.8”

L1 2.1” 2.4” 2.5” 3.3”

SPECIFICATIONS

DN 1½”

P(BAR) -0,3 ÷ -0,8

P(PSI) -4,3 ÷ -11,6

T °C -15 +60

SPECIFICATIONS

DN 1¼” - 2” 2½”

P(BAR) 0,3 ÷ 0,5 0,2 ÷ 1,0

P(PSI) 4 ÷ 22 3 ÷ 14,5

T °C -15 +60

Vacuum Relief Valve
Size Part # Description

1½” 1035-0000 MZ Vacuum Relief - Poly Bell Housing - 1½” Male NPT Threads 370 CFM

Brass Pressure Relief
Size Part # Description

1¼” 1048-0000 MZ Pressure Relief Valve 2”, 155 CFM, Male NPT Threads

1½” 1049-0000 MZ Pressure Relief Valve 2”, 230 CFM, Male NPT Threads

2” 1050-0000 MZ Pressure Relief Valve 2”, 300 CFM, Male NPT Threads

2½” 1051-0000 MZ Pressure Relief Valve 2”, 300 CFM, Male NPT Threads

-Remove the cap (1) from the adjusting bell (2) by using the point of a screwdriver in the groove. 
-Loosen the jam nut (3) by holding the adjusting bell firmly (2). 
-Adjust the pressure on the spring by turning the adjusting bell (2). Turn clockwise to increase the
  pressure and turn counterclockwise to reduce it. During this operation it is not necessary to hold the
  screwdriver firmly against the rod since the resistance of the spring is sufficient not to rotate the rod itself. 
-When done, tighten the jam nut (3) holding the adjustment bell (2). The nut must be tightened with a
  torque of 10 Nm (at least). Press the cap (1) on firmly to the adjustment bell (2).

-After loosening the anti-rotation screw (1), turn the top ring (3) to increase 
  (clockwise rotation) or decrease (counterclockwise rotation) the pressure setting.
-When you have reached the desired pressure, you must verify that the position of
  the rod (2) lines up with the anti-rotation screw (1). Otherwise, it will be necessary
  to slightly rotate the top ring (3) until reaching the exact position.
IMPORTANT: When you have finished setting, please verify that the rod cannot 
turn, but can only slide vertically.
DO NOT REPLACE for any reason the standard anit-rotation screw with any other 
type of screw or blocking systems; use exlusively Metaltecnica spare parts.

Setting Instructions

Setting Instructions

YES

NO
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Valve Assemblies

Valve Assemblies

TTMA Lever Valve Flange Assemblies
Part # Description

1040-1000 MZ 3” TTMA Lever Valve Flange Assembly

1041-1000 MZ 4” TTMA Lever Valve Flange Assembly

1060-1000 MZ 6” TTMA Lever Valve Flange Assembly

Aluminum In-Line Assembly
Part # Description

1097-1001 2” Aluminum Assembly With Reliefs & Gauge

1097-1000 2” Aluminum Assembly Without Reliefs Or Gauge

1097-1003 3” Aluminum Assembly With Reliefs & Gauge

1097-1002 3” Aluminum Assembly Without Reliefs Or Gauge

TTMA Butterfly Valve Assembly
Part # Description

2926-0001 Rear Tank TTMA Butterfly Valve Assembly

Pressure Gauge
Part # Description

1025-0001 4.5” Standard Vacuum Pressure Gauge, -30 hg to +30 hg

1026-0000 2½” Liquid Filled Vacuum Pressure Gauge, -30 hg to +30 hg

1027-0000 4” Liquid Filled Vacuum Pressure Gauge, -30 hg to +30 hg

1026-0100 2½” Back-Mount Liquid Filled Vacuum Pressure Gauge, -30 hg to +30 hg

Steel Bolt-On-Assembly
Part # Description

1097-0000 Assembly Without Reliefs or Gauge: Flange x Hose Shank, 2-Bolt (PN106, R260)

1097-0010 Assembly With Reliefs & Gauge: Flange x Hose Shank, 2-Bolt (PN106, R260)

1097-0015 Assembly Without Reliefs or Gauge: Flange x Hose Shank, 2-Bolt (PN58, PN84)

1097-0016 Assembly With Reliefs & Gauge: Flange x Hose Shank, 2-Bolt (PN58, PN84)

1097-0020 Assembly Without Reliefs or Gauge, Flange x Flange, 2-Bolt (PN106, R260)

1097-0030 Assembly With Reliefs & Gauge, Flange x Flange, 2-Bolt (PN106, R260)

1097-0040 Assembly Without Reliefs or Gauge, 4-Bolt, Flange x Round-Flange (LC420, PNR102)

1097-0050 Assembly With Reliefs & Gauge, 4-Bolt, Flange x Round-Flange (LC420, PNR102)

Includes: Brass Lever Valve, TTMA Flange & Gasket, FDC Cam Fitting & Security Chain
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Dry Mate
Design: The Banjo Dry-Mate is designed for safe and easy spill 
free connections. The “double ball” design allows maximum flow, 
while the cam lever style of connection is the most recognized fluid 
connector. 

User Friendly: Operating Dry-Mate is simple. The handles interlock 
making it easy to identify which handle opens or closes first. No 
guessing involved! The two Dry-Mate halves couple together with cam 
levers for positive engagement.

Size Description Part # FEATURES

1½” Male Dry Mate x FNPT BVS-0150-DFG • Lightweight
• Unrestricted 1½” flow
• Minimal fluid spilage
• Easy to use
• Economical
• Reduces risk of exposure
• Wide range of chemical resistance
• Cannot be uncoupled in open position
• 100 PSI @ 75°F
• 70 PSI @ 150°F

1½” Female Dry Mate x FNPT BVS-0150-DFO

2” Male Dry Mate x FNPT BVS-0200-DFG

2” Female Dry Mate x FNPT BVS-0200-DFO

2” Dust Cap BVS-0200-DOZ

2” Dust Plug BVS-0200-DGZ

2” Poly Dry Mate Set BVS-0200-DFF

Banjo Valves

Banjo

Bolted Ball Valves
Size Part # Description Bolts

½” BVF-050B4-FF *½” Full Port Ball Valve, Female NPT x Female NPT 4

¾” BVF-075B4-FF *¾” Full Port Ball Valve, Female NPT x Female NPT 4

1” BVF-100B4-FF *1” Full Port Ball Valve, Female NPT x Female NPT 4

1¼” BVF-125B4-FF *1¼” Full Port Ball Valve, Female NPT x Female NPT 4

1½” BVF-150B4-FF *1½” Full Port Ball Valve, Female NPT x Female NPT 4

2” BVF-200B6-FF *2” Full Port Ball Valve, Female NPT x Female NPT 6

3” BVF-300B6-FF *3” Full Port Ball Valve, Female NPT x Female NPT 6

4” BVS-400B6-FF *4” Standard Port Ball Valve, Female NPT x Female NPT 6

2” BVF-200B4-AM 2” Full Port Ball Valve, Male Adapter x Male NPT 4

2” BVF-200B6-AM 2” Full Port Ball Valve, Male Adapter x Male NPt 6

*Available in Standard Port upon Request

4 BOLT DESIGN FEATURES 6 BOLT DESIGN FEATURES
• All stainless steel hardware
• Precision molded in glass filled polypropylene
• Viton® seals
• 100% PTFE ball seats
• 100 PSI @ 70°F
• 75 PSI @ 150°F

• All stainless steel hardware
• Precision molded in glass filled polypropylene
• Self-aligning ball moves freely against the PTFE
   seats for smooth operation
• Ball is spherically perfect
• Viton® O-Ring stem seal
• PTFE self-lubricating stem bushings & seats cannot
   stick or bind
• 100 PSI @ 70°F
• 75 PSI @ 150°F

BVF-200B6-FF

BVF-100B4-FF

BVF-200B4-AM

BVF-200B6-AM

BVS-0200-DFF
BVS-0200-DOZ

BVS-0200-DFO

BVS-0200-DFG
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Banjo Nozzles & Stubby Valves

Banjo

2” Stubby Valve
Size Description Part # FEATURES

2”x 2” Male Adapter x Female NPT BVS-200S4-AF • All PFTE, Seals
• Stainless steel bolts
• Glass filled polypropylene
• Maximum operating pressure
• 100 PSI @ 70°F
• 75 PSI @ 150°F
• Unique patented compact design
• Lightweight
• Three design options

2”x 2” Male NPT x Female NPT BVS-200S4-FM

2”x 2” Male Adapter x Male NPT BVS-200S4-AM

2”x 2” Male Adapter x Hose Shank BVS-200S4-AH

*Also Available in Full Port

Poly Nozzle Valve with 45° Elbow
Pipe Size Female NPT Part #

1” 1” BVF-100L0-FP

1” 1” BVF-100L4-FP

FEATURES
• Lightweight hose end valve for convenient transfer of liquids
   into drums, tanks, etc.
• Angled end flange with 8” long polypropylene fill spout.
• All stainless bolts.

Poly Nozzle Valve with 90° Elbow
Pipe Size Female NPT Part #

1½” 1½” BVF-150L4-FP

2” 2” BVF-200L4-FP

2” 2” BVF-200L6-FP

FEATURES
• Lightweight hose end valve for convenient transfer of liquids
   into drums, tanks, etc.
• Angled end flange with 8” long polypropylene fill spout.
• All stainless bolts.

Full Port Stainless Steel  Stubby Valve
Size Part #

2” FP Male Adapter x 2” Male NPT BVF-200B0-AM-SS

FEATURES

• Stainless Steel
• 1000 PSI Maximum
• 2” Pipe Size

BVF-100L0-FPBVF-100L4-FP BVF-150L4-FP BVF-200L6-FP

BVS-200SF-AF BVS-200SF-FM BVS-200SF-AM BVS-200SF-AH

Manifold
Part # Description Manifolds

PMV-2010-12-02 1” Manifold Assem., 2” Inlet Flanges, 1” Outlet Flanges 2

PMV-2010-12-03 1” Manifold Assem., 2” Inlet Flanges, 1” Outlet Flanges 3

PMV-2010-12-04 1” Manifold Assem., 2” Inlet Flanges, 1” Outlet Flanges 4

PMV-2010-12-05 1” Manifold Assem., 2” Inlet Flanges, 1” Outlet Flanges 5



2626
All specifications listed in this catalog are subject to change without prior notice.  
Please visit our website for current specs and information.

PVC Valves

PVC Valves

Socket Threaded SKT/THD Flanged

Size Body/O-Ring Part # Part # Part # Part #

¼”

PVC/FPM 3001-1025 3001-2025 3001-3025 3001-4025

PVC/EPDM 3002-1025 3002-2025 3002-3025 3002-4025

CPVC/FPM 3003-1025 3003-2025 3003-3025 3003-4025

CPVC/EPDM 3004-1025 3004-2025 3004-3025 3004-4025

GFPP/FPM 3005-1025 3005-2025 3005-3025 3005-4025

GFPP/EPDM 3006-1025 3006-2025 3006-3025 3006-4025

⅜”

PVC/FPM 3001-1038 3001-2038 3001-3038 3001-4038

PVC/EPDM 3002-1038 3002-2038 3002-3038 3002-4038

CPVC/FPM 3003-1038 3003-2038 3003-3038 3003-4038

CPVC/EPDM 3004-1038 3004-2038 3004-3038 3004-4038

GFPP/FPM 3005-1038 3005-2038 3005-3038 3005-4038

GFPP/EPDM 3006-1038 3006-2038 3006-3038 3006-4038

½”

PVC/FPM 3001-1050 3001-2050 3001-3050 3001-4050

PVC/EPDM 3002-1050 3002-2050 3002-3050 3002-4050

CPVC/FPM 3003-1050 3003-2050 3003-3050 3003-4050

CPVC/EPDM 3004-1050 3004-2050 3004-3050 3004-4050

GFPP/FPM 3005-1050 3005-2050 3005-3050 3005-4050

GFPP/EPDM 3006-1050 3006-2050 3006-3050 3006-4050

¾”

PVC/FPM 3001-1075 3001-2075 3001-3075 3001-4075

PVC/EPDM 3002-1075 3002-2075 3002-3075 3002-4075

CPVC/FPM 3003-1075 3003-2075 3003-3075 3003-4075

CPVC/EPDM 3004-1075 3004-2075 3004-3075 3004-4075

GFPP/FPM 3005-1075 3005-2075 3005-3075 3005-4075

GFPP/EPDM 3006-1075 3006-2075 3006-3075 3006-4075

1”

PVC/FPM 3001-1100 3001-2100 3001-3100 3001-4100

PVC/EPDM 3002-1100 3002-2100 3002-3100 3002-4100

CPVC/FPM 3003-1100 3003-2100 3003-3100 3003-4100

CPVC/EPDM 3004-1100 3004-2100 3004-3100 3004-4100

GFPP/FPM 3005-1100 3005-2100 3005-3100 3005-4100

GFPP/EPDM 3006-1100 3006-2100 3006-3100 3006-4100

1¼”

PVC/FPM 3001-1125 3001-2125 3001-3125 3001-4125

PVC/EPDM 3002-1125 3002-2125 3002-3125 3002-4125

CPVC/FPM 3003-1125 3003-2125 3003-3125 3003-4125

CPVC/EPDM 3004-1125 3004-2125 3004-3125 3004-4125

GFPP/FPM 3005-1125 3005-2125 3005-3125 3005-4125

GFPP/EPDM 3006-1125 3006-2125 3006-3125 3006-4125

Socket Threaded SKT/THD Flanged

Size Body/O-Ring Part # Part # Part # Part #

1½”

PVC/FPM 3001-1150 3001-2150 3001-3150 3001-4150

PVC/EPDM 3002-1150 3002-2150 3002-3150 3002-4150

CPVC/FPM 3003-1150 3003-2150 3003-3150 3003-4150

CPVC/EPDM 3004-1150 3004-2150 3004-3150 3004-4150

GFPP/FPM 3005-1150 3005-2150 3005-3150 3005-4150

GFPP/EPDM 3006-1150 3006-2150 3006-3150 3006-4150

2”

PVC/FPM 3001-1200 3001-2200 3001-3200 3001-4200

PVC/EPDM 3002-1200 3002-2200 3002-3200 3002-4200

CPVC/FPM 3003-1200 3003-2200 3003-3200 3003-4200

CPVC/EPDM 3004-1200 3004-2200 3004-3200 3004-4200

GFPP/FPM 3005-1200 3005-2200 3005-3200 3005-4200

GFPP/EPDM 3006-1200 3006-2200 3006-3200 3006-4200

2½”

PVC/FPM 3001-1250 3001-2250 3001-3250 3001-4250

PVC/EPDM 3002-1250 3002-2250 3002-3250 3002-4250

CPVC/FPM 3003-1250 3003-2250 3003-3250 3003-4250

CPVC/EPDM 3004-1250 3004-2250 3004-3250 3004-4250

GFPP/FPM 3005-1250 3005-2250 3005-3250 3005-4250

GFPP/EPDM 3006-1250 3006-2250 3006-3250 3006-4250

3”

PVC/FPM 3001-1300 3001-2300 3001-3300 3001-4300

PVC/EPDM 3002-1300 3002-2300 3002-3300 3002-4300

CPVC/FPM 3003-1300 3003-2300 3003-3300 3003-4300

CPVC/EPDM 3004-1300 3004-2300 3004-3300 3004-4300

GFPP/FPM 3005-1300 3005-2300 3005-3300 3005-4300

GFPP/EPDM 3006-1300 3006-2300 3006-3300 3006-4300

4”

PVC/FPM 3001-1400 3001-2400 3001-3400 3001-4400

PVC/EPDM 3002-1400 3002-2400 3002-3400 3002-4400

CPVC/FPM 3003-1400 3003-2400 3003-3400 3003-4400

CPVC/EPDM 3004-1400 3004-2400 3004-3400 3004-4400

GFPP/FPM 3005-1400 3005-2400 3005-3400 3005-4400

GFPP/EPDM 3006-1400 3006-2400 3006-3400 3006-4400

6”

PVC/FPM 3001-1600 3001-2600 3001-3600 3001-4600

PVC/EPDM 3002-1600 3002-2600 3002-3600 3002-4600

CPVC/FPM 3003-1600 3003-2600 3003-3600 3003-4600

CPVC/EPDM 3004-1600 3004-2600 3004-3600 3004-4600

GFPP/FPM 3005-1600 3005-2600 3005-3600 3005-4600

GFPP/EPDM 3006-1600 3006-2600 3006-3600 3006-4600

PVC Union Ball Valve FEATURES
• Offered in PVC, CPVC, & GFPP

• O-Ring Options are FPM & EPDM

• All Seats are PTFE

• Sizes up to 2" have Socket and Threaded End Connections

• All Valves are Assembled with Silicone Free Lubricant

 *GFPP are Socket Fusion, not Socket Threaded
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PVC Valves

PVC Valves

EPDM Viton Nitrile

Size Body/Disc Part # Part # Part #

2”

PVC/PVC 2424-1044 2424-2044 2424-0044

PVC/GFPP 2424-1045 2424-2045 2424-0045

CPVC/CPVC 2424-1066 2424-2066 2424-0066

GFPP/GFPP 2424-1077 2424-2077 2424-0077

3”

PVC/PVC 2425-1044 2425-2044 2425-0044

PVC/GFPP 2425-1045 2425-2045 2425-0045

CPVC/CPVC 2425-1066 2425-2066 2425-0066

GFPP/GFPP 2425-1077 2425-2077 2425-0077

4”

PVC/PVC 2426-1044 2426-2044 2426-0044

PVC/GFPP 2426-1045 2426-2045 2426-0045

CPVC/CPVC 2426-1066 2426-2066 2426-0066

GFPP/GFPP 2426-1077 2426-2077 2426-0077

6”

PVC/PVC 2428-1044 2428-2044 2428-0044

PVC/GFPP 2428-1045 2428-2045 2428-0045

CPVC/CPVC 2428-1066 2428-2066 2428-0066

GFPP/GFPP 2428-1077 2428-2077 2428-0077

EPDM Viton Nitrile

Size Body/Disc Part # Part # Part #

8”

PVC/PVC 2429-1044 2429-2044 2429-0044

PVC/GFPP 2429-1045 2429-2045 2429-0045

CPVC/CPVC 2429-1066 2429-2066 2429-0066

GFPP/GFPP 2429-1077 2429-2077 2429-0077

10”

PVC/PVC 2430-1044 2430-2044 2430-0044

PVC/GFPP 2430-1045 2430-2045 2430-0045

CPVC/CPVC 2430-1066 2430-2066 2430-0066

GFPP/GFPP 2430-1077 2430-2077 2430-0077

12”

PVC/PVC 2432-1044 2432-2044 2432-0044

PVC/GFPP 2432-1045 2432-2045 2432-0045

CPVC/CPVC 2432-1066 2432-2066 2432-0066

GFPP/GFPP 2432-1077 2432-2077 2432-0077

24 Series Butterfly Valve

30 Series Butterfly Valve

EPDM Viton Nitrile

Size Body/Disc Part # Part # Part #

2”

PVC/PVC 3024-1044 3024-2044 3024-0044

PVC/GFPP 3024-1045 3024-2045 3024-0045

CPVC/CPVC 3024-1066 3024-2066 3024-0066

GFPP/GFPP 3024-1077 3024-2077 3024-0077

3”

PVC/PVC 3025-1044 3025-2044 3025-0044

PVC/GFPP 3025-1045 3025-2045 3025-0045

CPVC/CPVC 3025-1066 3025-2066 3025-0066

GFPP/GFPP 3025-1077 3025-2077 3025-0077

4”

PVC/PVC 3026-1044 3026-2044 3026-0044

PVC/GFPP 3026-1045 3026-2045 3026-0045

CPVC/CPVC 3026-1066 3026-2066 3026-0066

GFPP/GFPP 3026-1077 3026-2077 3026-0077

6”

PVC/PVC 3028-1044 3028-2044 3028-0044

PVC/GFPP 3028-1045 3028-2045 3028-0045

CPVC/CPVC 3028-1066 3028-2066 3028-0066

GFPP/GFPP 3028-1077 3028-2077 3028-0077

EPDM Viton Nitrile

Size Body/Disc Part # Part # Part #

8”

PVC/PVC 3029-1044 3029-2044 3029-0044

PVC/GFPP 3029-1045 3029-2045 3029-0045

CPVC/CPVC 3029-1066 3029-2066 3029-0066

GFPP/GFPP 3029-1077 3029-2077 3029-0077

10”

PVC/PVC 3030-1044 3030-2044 3030-0044

PVC/GFPP 3030-1045 3030-2045 3030-0045

CPVC/CPVC 3030-1066 3030-2066 3030-0066

GFPP/GFPP 3030-1077 3030-2077 3030-0077

12”

PVC/PVC 3032-1044 3032-2044 3032-0044

PVC/GFPP 3032-1045 3032-2045 3032-0045

CPVC/CPVC 3032-1066 3032-2066 3032-0066

GFPP/GFPP 3032-1077 3032-2077 3032-0077

Safety First! Lock Out Caps Available.

FEATURES
• Perfect for Acid Applications

• 72 Spline Interlock Mechanism

• Allows for 19 Stopping Positions Every 5 Degrees

• UV Inhibitor for Enhanced Performance in Outdoor
  Applications

• Also Available in Gear Operated and Actuated Versions

FEATURES
• 316 Stainless Steel Lugs

• Perfect for Acid Applications

• 72 Spline Interlock Mechanism

• Allows for 19 Stopping Positions Every 5 Degrees

• UV Inhibitor for Enhanced Performance in Outdoor
  Applications

• Also Available in Gear Operated and Actuated Versions
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Valve Accessories

Swage Nipples

Double Heavy

Standard

Heavy Standard

Heavy

Bull Plugs

Size  Part #

1”x 2 1057-0200.0100

1”x 2½” 1057-0250.0100

1”x 3” 1057-0300.0100

1”x 4” 1057-0400.0100

1¼”x 2 1057-0200.0125

1¼”x 2½” 1057-0250.0125

1½”x 2” 1057-0200.0150

1½”x 2½” 1057-0250.0150

1½”x 3” 1057-0300.0150

2”x 2½” 1057-0250.0200

2”x 3” 1057-0300.0200

2”x 4” 1057-0400.0200

2”x 6” 1057-0600.0200

2”x 8” 1057-0800.0200

2½”x 3” 1057-0300.0250

2½”x 4” 1057-0400.0250

2½”x 6” 1057-0600.0250

2½”x 8” 1057-0800.0250

3”x 4” 1057-0400.0300

3”x 6” 1057-0600.0300

3”x 8” 1057-0800.0300

4”x 5” 1057-0500.0400

4”x 6” 1057-0600.0400

4”x 8” 1057-0800.0400

5”x 6” 1057-0600.0500

6”x 8” 1057-0800.0600

8”x 10” 1057-1000.0800

Size Part #

⅛"x ¼” 1059-0025.0012

⅛”x ⅜” 1059-0038.0012

⅛”x 1” 1059-0100.0012

¼”x ⅜” 1059-0038.0025

¼”x ½” 1059-0050.0025

¼”x ¾” 1059-0075.0025

¼”x 1” 1059-0100.0025

⅜”x 1” 1059-0100.0038

½”x ¾” 1059-0075.0050

½”x 1” 1059-0100.0050

½”x 1½” 1059-0150.0050

½”x 2” 1059-0200.0050

¾”x 1” 1059-0100.0075

¾”x 1½” 1059-0150.0075

¾”x 2” 1059-0200.0075

1”x 1¼” 1059-0125.0100

1”x 1½” 1059-0150.0100

1”x 2” 1059-0200.0100

1”x 2½” 1059-0250.0100

1”x 3” 1059-0300.0100

1”x 4” 1059-0400.0100

1¼”x 1½” 1059-0150.0125

1¼”x 2” 1059-0200.0125

1¼”x 2½” 1059-0250.0125

1¼”x 4” 1059-0400.0125

1½”x 2” 1059-0200.0150

1½”x 2½” 1059-0250.0150

1½”x 3” 1059-0300.0150

1½”x 4” 1059-0400.0150

2”x 2½” 1059-0250.0200

2”x 3” 1059-0300.0200

2”x 4” 1059-0400.0200

2”x 6” 1059-0600.0200

2½”x 3” 1059-0300.0250

2½”x 4” 1059-0400.0250

2½”x 6” 1059-0600.0250

2½”x 8” 1059-0800.0250

3”x 4” 1059-0400.0300

3”x 6” 1059-0600.0300

3”x 8” 1059-0800.0300

4”x 5” 1059-0500.0400

4”x 6” 1059-0600.0400

4”x 8” 1059-0800.0400

5”x 6” 1059-0600.0500

6”x 8” 1059-0800.0600

Size Part #

⅛”x 1” 1058-0100.0012

¼”x 1” 1058-0100.0025

⅜”x ½” 1058-0050.0038

⅜”x 1” 1058-0100.0038

½”x ¾” 1058-0075.0050

½”x 1” 1058-0100.0050

¾”x 1” 1058-0100.0075

1”x 2” 1058-0200.0100

1¼” x 2” 1058-0200.0125

2”x 3” 1058-0300.0200

2”x 4” 1058-0400.0200

3”x 4” 1058-0400.0300

Regular 1/2 Tap

Size Part # Part #

2” 1049-0200 1049-0200-TP

2½” 1049-0250 1049-0250-TP

3” 1049-0300 1049-0300-TP

4” 1049-0400 1049-0400-TP

6” 1049-0600 -

8” 1049-0800 -

Regular 1/2 Tap

Size Part # Part #

¼” 1050-0025 -

⅜” 1050-0038 -

½” 1050-0050 -

¾” 1050-0075 -

1” 1050-0100 -

1¼” 1050-0125 -

1½” 1050-0150 -

2” 1050-0200 1050-0200-TP

2½” 1050-0250 1050-0250-TP

3” 1050-0300 1050-0300-TP

4” 1050-0400 1050-0400-TP

5” 1050-0500 -

6” 1050-0600 -

8” 1050-0800 -

ANSI Flanges & Bolts
Part # Description

2024-0005 2” Threaded ANSI Flange, #150

2025-0005 3” Threaded ANSI Flange, #150

2026-0005 4” Threaded ANSI Flange, #150

2027-0005 5” Threaded ANSI Flange, #150

2028-0005 6” Threaded ANSI Flange, #150

2029-0005 8” Threaded ANSI Flange, #150

2030-0005 10” Threaded ANSI Flange, #150

2032-0005 12” Threaded ANSI Flange, #150

2026-0006 ⅝”x 6” Stud Bolt with Nuts

2028-0008 ¾”x 6” Stud Bolt with Nuts

*Also Available in Aluminum & Stainless Steel.
 Call for Pricing.

Valve Accessories
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Frac Tank Components

Unions

Part # Description

Standard 3 Piece Union - 6”

2028-0060 6” Standard 3 Piece Union

2028-0061 6” Threaded Cap With Handle For Frac Tank Union

2028-0062 6” Weld-On Tank Sub For Frac Tank Union

2028-0063 6” Hammer Nut For Frac Tank Union

Standard 3 Piece Union - 8”

2029-0080 8” Standard 3 Piece Union

2029-0081 8” Threaded Cap With Handle For Frac Tank Union

2029-0082 8” Weld-On Tank Sub For Frac Tank Union

2029-0083 8” Hammer Nut For Frac Tank Union

Standard Frac Hose Sub Fitting 6” & 8”

2028-0100 6” Hose Fitting (Threaded With Barb End) For Frac Tank Manifold

2029-0100 8” Hose Fitting (Threaded With Barb End) For Frac Tank Manifold

6” Frac Hose Assembly With Standard Sub Fittings

2028-5043 6” x 43” Frac Hose Assembly With Standard Threaded Ends

2028-5051 6” x 51”  Frac Hose Assembly With Standard Threaded Ends

8” Frac Hose Assembly With Standard Sub Fittings

2029-5043 8” x 43” Frac Hose Assembly With Standard Threaded Ends

2029-5051 8” x 51”  Frac Hose Assembly With Standard Threaded Ends

6” Frac Hose

2028-6020 6” Frac Hose - 20FT Sections (Sold Per Foot)

8” Frac Hose

2029-0040 8” x 40” Frac Hose (Sold Per Piece)

2029-0048 8” x 48” Frac Hose (Sold Per Piece)

Call for crate quantity pricing!

8 INCH FRAC MANIFOLD

D

C

B

A

B

C

D

12345678

8 7 6 5 4 3 2 1

E

F

E

F

A

2 1

WELDMENT, EXT FRAC, Ø8"X48 
SCH40

SHEET 1 OF 1

12/06/11J. RIES

000

UNLESS OTHERWISE SPECIFIED:

SCALE: 1:12 WT: 315.944 LBS.

REVDWG.  NO.

C
SIZE

TITLE:

SABRE MFG. LLC.NAME DATE

ENG APPROVAL

CHECKED

DRAWN

ERROR!:Finish

SEE DETAILS
FINISH

MATERIAL

INTERPRET GEOMETRIC 
TOLERANCING PER ANSI Y.1994

ALL DIMENSIONS ARE IN INCH 
UNITS

TOLERANCES:
FRACTIONAL  1/16"
ANGULAR: MACH  1/2  BEND 1°
ONE PLACE DECIMAL    .1
TWO PLACE DECIMAL    .01
THREE PLACE DECIMAL  .005 PROPRIETARY AND CONFIDENTIAL

THE INFORMATION CONTAINED IN THIS DRAWING 
IS THE SOLE PROPERTY OF SABRE MFG. LLC. ANY 
REPRODUCTION IN WHOLE OR IN PART WITHOUT 
PREVIOUS WRITTEN PERMISSION OF SABRE MFG 
LLC IS STRICTLY PROHIBITED. ANY USAGE OF THIS 
DRAWING FOR PURPOSES OTHER THAN THAT FOR 
WHICH IT IS LOANED WITHOUT PREVIOUS WRITTEN 
PERMISSION OF SABRE MFG LLC IS STRICTLY 
PROHIBITED AND PUNISHABLE UNDER APPLICABLE 
U.S. AND INTERNATIONAL TREATIES AND STATUTES.DO NOT SCALE DRAWING

640-0452-1501

2

2

1

4

4

6

3

3

5

1

1

2

2

3

3

4

4

5

6

6

5

6

6



3030
All specifications listed in this catalog are subject to change without prior notice.  
Please visit our website for current specs and information.
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Notes
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Terms, Conditions, Limited Warranty, and Liability Policy

All prices, terms and conditions of sale in this catalog are subject to change without 
prior notice.  The buyer agrees to all terms and conditions of seller upon placement of 
any and all purchase orders.

LIMITED WARRANTY AND LIABILITY POLICY
We, at Chandler Equipment Inc., warranty all valves and accessories we sell to be free 
from defects in material and workmanship for a period of two years from the date of 
shipment from our warehouse or two years from purchase date (accompanied with a 
copy of original invoice), subject only to the following:

1. Chandler Equipment Inc.’s liability under this warranty (and under any other war-
ranty expressed or implied, statutory or otherwise) is limited to repair, or at Chandler 
Equipment Inc.’s option, replacement of all parts which are shown to have been 
defective when shipped, and then only if Chandler Equipment Inc. is notified of such 
defects within such warranty period and such defective parts are promptly delivered 
to its warehouse at 4180 West Sunset, Springdale, AR 72762, transportation charges 
prepaid. Chandler Equipment Inc.’s liability for incidental and consequential damage 
is hereby excluded to the full extent permitted by applicable law. Chandler Equipment 
Inc.’s liability as stated herein cannot be altered or enlarged except by a writing signed 
by an officer of Chandler Equipment, Inc.
2. Damage caused by improper use or lack of proper maintenance is not warrantable.

DELIVERY, DAMAGES, & SHORTAGES
Delivery to the initial common carrier shall constitute the delivery to the buyer.  Our 
responsibility, insofar as transportation risks are concerned, ceases upon delivery 
of merchandise in good condition to such a carrier, and all the merchandise shall be 
shipped at the buyer’s risk.  Any evidence of damage to material shipped, upon the 
opening of the original shipping package, must be reported to and a claim made with 
the delivering carrier immediately. 

RETURN OF DEFECTIVE MERCHANDISE
Defective or failed merchandise is to be held at the buyer’s premises until authorization 
has been granted by seller to return or dispose of merchandise.  Merchandise that is to 
be returned for final inspection must have a Return Authorization Number and must be 
returned Freight Prepaid in the most economical way.  Credit will be issued for material 
found to be defective upon our inspection based on prices at time of purchase.

MERCHANDISE SHIPPED IN ERROR
Buyer must notify seller immediately of any merchandise shipped in error.  Upon 
notification, merchandise is to be returned to seller either via truck on a freight prepaid 
basis, or via UPS on a freight prepaid basis.  Buyer will be reimbursed for cost of mer-
chandise, plus any additional freight which may have incurred due to shipping error.

MERCHANDISE ORDERED IN ERROR
Standard merchandise may only be returned provided that the merchandise is in the 
original buyer’s possession for not more than 30 days.  If merchandise is accepted for 
return, merchandise must be returned freight prepaid and buyer may be charged a 
restocking fee.  Returns are not accepted for any merchandise that is specially ordered 
or manufactured to meet the buyer’s requirements of either specifications or large 
quantity.

FREIGHT TERMS
All shipments will be made F.O.B. shipping point.  Back orders will be shipped in the 
most practical fashion with charges consistent with our freight policy established with 
the original order.  Special delivery orders (UPS next day air, 2nd day air, or Federal 
Express) called in prior to 2 PM C.S.T. will be processed and shipped that business day.

ACCEPTANCE, ALTERATION, & CANCELLATION
Orders for other than standard items may not be cancelled after purchase has been 
committed, production scheduled, or any other cost incurred.  Buyer will be charged a 
restocking fee on returned merchandise or cancellations on special orders.

PAYMENT TERMS
We accept payment by check, Visa, Mastercard, American Express,  Discover certified 
funds, cashier’s checks, money orders, or wire transfer. Chandler Equipment, Inc. re-
serves the right to hold shipments against past due accounts. All past due accounts are 
subject to a late charge and maximum interest allowed by law, along with the expenses 
incidental to collection including reasonable attorney’s fees.

PRICING
In the event of price error, Chandler Equipment reserves the right to charge the correct 
price. We also make  every effort to maintain our pricing, however due to unforesee-
able market fluctuation, prices are subject to change without notice. These prices do 
not include freight. 

CLAIMS
All claims must be made within (10) days of receipt of packing slip or  invoice.  Chan-
dler Equipment, Inc. reserves the right at all times to reject any order for any reason.

RETURNED GOODS: 
A returned goods authorization number must be obtained before returning any materi-
al for any reason. Material returned for credit will be subject to warehouse inspection. 
All material must be shipped with transportation charges prepaid. Buyer will be 
charged a restocking fee on returned merchandise.  Products that are obsolete or made 
to special order are not returnable.

CAUTION
THE INFORMATION CONTAINED IN THIS CATALOG IS IN THE NATURE OF A GENERAL 
GUIDE OF THE TYPES AND DIMENSIONS OF MERCHANDISE AVAILABLE BY CHANDLER 
EQUIPMENT, INC. WE DO NOT RECOMMEND OUR MERCHANDISE FOR PARTICULAR 
USES OR APPLICATIONS. ALL USERS (INCLUDING, BUT NOT LIMITED TO, END USERS, 
ASSEMBLERS, SYSTEMS MANUFACTURERS, OR ORIGINAL EQUIPMENT MANUFACTUR-
ERS) USING ANY MERCHANDISE ACQUIRED FROM CHANDLER EQUIPMENT, INC. ARE 
ALWAYS RESPONSIBLE FOR THE USE OR APPLICATION OF THAT MERCHANDISE. IT 
IS ALWAYS NECESSARY AND REQUIRED THAT, PRIOR TO ANY USE OR APPLICATION, 
ALL USERS FIRST CONDUCT THEIR OWN STUDIES, TESTING OR ENGINEERING TO 
DETERMINE THE PROPER USE OR APPLICATION OF OUR MERCHANDISE FOR THE USE 
AND PURPOSE CONTEMPLATED. WE RECOMMEND THAT ALL USERS CONSULT WITH 
THEIR OWN ADVISORS OR ENGINEERS CONCERNING THE USE OR APPLICATION OF 
OUR MERCHANDISE.

2 YEAR LIMITED WARRANTY AND LIABILITY
ON ALL VALVES & ACCESSORIES

Warranty




