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W E I G H T S ,  M E a S U R E M E N T S  a N D  p a C K a G I N G

SiZe (awG) NumBeR  
oF CoNDuCtoRS CoNDuCtoR CoLoRS JaCKet thiCKNeSS 

Nom. (mils) / CoLoR
aPPRoX. 

oD
(mils)

aPPRoX. Net wt.
/ mFt

18/2 Black, Red 15 / Gray 159 18

18/4 Black, Red, Green, White 15 / Gray 278 33

16/2 Black, Red 15 / Green 183 25

16/4 Black, Red, Green, White 15 / Green 326 47

14/4 Black, Red, Green, White 15 / White 379 69

MInI-sPlIT WIRe 300 VolT
sHIelDeD

300 Volt

CL3R

PVC Jacket

Rip Cord

•  Mini-Split Wire is a class 3 power-limited circuit cable used with HVAC Mini-Split systems 

• Also can be used in security and audio applications

a p p L I C a T I O N S  Suitable for use as follows:

S T a N D a R D S  &  R E F E R E N C E S

• 300 Voltage rating per NEC® Article 725 

• Riser Rated

• UL listed as per UL 13 

• Meets UL 1581 Vertical Tray Flame Test

• Type CL3R

C O N S T R U C T I O N

• Stranded copper conductors with 10 mils of PVC insulation

• The overall jacket is heat, moisture and sunlight resistant PVC

• Overall Aluminium mylar shield with 24 AWG tinned Copper drain wire


