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•  Standard Finish - Pre-galvanized

•  Telescoping design allows for common and 
non-standard stud spacing

• 100% Manufactured in the USA

•  Compatible with many industry clamps and 
accessories for convenient installation

• Can be used with wood or metal studs

•  STS8 low profile screws recommended for 
installation on metal studs

• Can be used in wet and dry applications

FIGURE  7312 - IOM Sheet / Adjustable Screw Gun Bracket For Wood Or Metal Studs

FNW Catalog Number Stud Centers Distance Between Studs Box Depth Box Quantity

FNW7312Z1600 11" to 18" 9-3/4" to 16-3/4" 1-1/2" or 2-1/8" 20

FNW7312Z2400 16" to 26" 14" to 25-1/4" 1-1/2" or 2-1/8" 20

FNW Catalog Number
FNW7312Z1600 
FNW7312Z2400 

next row: 

Stud Centers
11" to 18"
16" to 26"

next row: 

Distance Between Studs
9-3/4" to 16-3/4"

14" to 25-1/4"

next row:

Box Depth
1-1/2" or 2-1/8"
1-1/2" or 2-1/8"

next row:

Box Quantity
20
20
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     FIGURE  7312 - IOM Sheet / Adjustable Screw Gun Bracket For Wood Or Metal Studs

STEP 1:

STEP 2:

STEP 3:

STEP 4: 
METAL STUD INSTALLATION

STEP 4: 
WOOD STUD INSTALLATION

Separate bracket Bend bracket based  
on box depth

Bend here for 2-1/8" box depth.

Bend here for 1-1/2" box depth.
Assemble bracket

Screw bracket to stud using 
STS8 screws. Position electrical 

box(es) or accessories on 
bracket and install with  

STS8 screws.

Nail bracket to wood stud. 
Position electrical box(es) or 
accessories on bracket and 

install with STS8 screws.


