
PIPE SUPPORTS
FNW7312

FNW.COM We reserve the right to modify or improve the designs or 
specifications of our products at any time without notice.

SPECIFICATIONS 

ADJUSTABLE BOX BRACKET

FEATURES
 • Made in the USA
 • For use with wood or metal studs
 • Complete adjustability for infinite stud spacings
 • Requires only a screw gun to install
 • Pre-punched holes allow easy box or conduit attachment
 • Stud spacing scale stamped on bracket for precise preassembly
 • UL approved (Canada wood studs only)
 • Locking tabs prevent disassembly
 • Use with STS8 screws

PRODUCT SPECIFICATIONS
Material
 • Steel

Finish
 • Pre-galvanized (only available finish)

Material Specifications and Finishes
 • Carbon steel – ASTM A1011-00 SS GR 33 or ASTM 
A1011-00CS Type B

 • Z – ASTM A653 G-90 Pre-galvanized zinc is produced by 
continuously rolling steel coils or sheets through molten zinc at 
the mills. The coils or sheets are slit to size and fabricated by 
forming, shearing or punching to produce the finished product. 
During fabrication, cut edges are not generally zinc coated; 
however, the zinc near the uncoated metal becomes a sacrificial 
anode to protect the bare areas. 
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REFERENCE CHART

Catalog
Number

in. mm in. mm in. mm lbs kg

FNW7312Z1600 11–18 280–457 10–16-3/4 254–425 1-1/2 or 2-1/8 38 or 54 20 0.457 0.207

FNW7312Z2400 16–26 406–660 14–25-1/4 356–641 1-1/2 or 2-1/8 38 or 54 20 0.618 0.280

Stud Centers Distance Between Studs Box Depth Box
Qty

Weight


