
1/2” Drive Deep Length Universal Impact Sockets 

Warning: Always wear safety goggles when using Impact Tools.
Use only properly matched fractional or metric sizes.

Warning: Always wear safety goggles when using Impact Tools.
Use only properly matched fractional or metric sizes.
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Dimensions (Inches)

Dimensions (Millimeters) Item Hex 
 Number Size   A B C D E        
 2010UMD 10mm  28 15 40 14 90
 2011UMD 11mm  28 17 40 20 90
 2012UMD 12mm  28 19 40 20 90
 2013UMD 13mm  28 20 40 20 90
 2014UMD 14mm  28 22 40 20 90
 2015UMD 15mm  28 23 40 20 90
 2016UMD 16mm  28 23 40 20 90
 2017UMD 17mm  32 26 40 20 90
 2018UMD 18mm  32 26 40 20 90
 2019UMD 19mm  32 28 40 25 90
 2020UMD 20mm  32 30 40 25 90
 2021UMD 21mm  32 30 40 25 90
 2022UMD 22mm  32 32 40 25 90
 2023UMD 23mm  32 32 40 25 90
 2024UMD 24mm  32 34 40 25 90

 1/2” Drive - Deep Length Universal - Fractional Sizes

 Deep Length - Metric Sizes

ANSI Specifications B107.2

 Item Hex 
 Number Size   A B C D E        
 2012UD 3/8”  1 .10  .59 1 .57  .55 3 .54
 2014UD 7/16”  1 .10  .67 1 .57  .79 3 .54
 2016UD 1/2”  1 .10  .75 1 .57  .79 3 .54
 2018UD 9/16”  1 .10  .87 1 .57  .79 3 .54
 2020UD 5/8”  1 .10  .91 1 .57  .79 3 .54
 2022UD 11/16”  1 .26 1 .02 1 .57  .79 3 .54
 2024UD 3/4”  1 .26 1 .10 1 .57  .98 3 .54
 2026UD 13/16”  1 .26 1 .18 1 .57  .98 3 .54
 2028UD 7/8”  1 .26 1 .26 1 .57  .98 3 .54
 2030UD 15/16”  1 .26 1 .34 1 .57  .98 3 .54
 2032UD 1”  1 .26 1 .42 1 .57  .98 3 .54
 2034UD 1-1/16”  1 .26 1 .50 1 .57  .98 3 .54
 2036UD 1-1/8”  1 .26 1 .57 1 .57  .98 3 .54
 2038UD 1-3/16”  1 .26 1 .65 1 .57  .98 3 .54 
 2040UD 1-1/4”  1 .26 1 .73 1 .57  .98 3 .54

�  Fractional / SAE Sizes    �  Metric Sizes  

�  Fractional / SAE Sizes    �  Metric Sizes  




