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REDUCER BUSHING (Flush Style) 
Spigot x Socket

L 

PIPE 
O.D. 

N 

Part Number Size L N Approx. Wt. (Lbs.)
437-052 3/8x1/4 31/32 5/16 .01
437-072 1/2x1/4 1-3/32 13/32 .02
437-073 1/2x3/8 7/8 3/8 .02
437-101 3/4x1/2 1-1/16 9/32 .02
437-130 1x1/2 1-1/4 15/32 .05
437-131 1x3/4 1-1/4 5/16 .03
437-166 1-1/4x1/2 1-13/32 21/32 .08
437-167 1-1/4x3/4 1-1/2 19/32 .09
437-168 1-1/4x1 1-1/2 7/16 .06
437-209 1-1/2x1/2 1-15/32 23/32 .11
437-210 1-1/2x3/4 1-7/16 7/16 .12
437-211 1-1/2x1 1-17/32 1/2 .12
437-212 1-1/2x1-1/4 1-17/32 9/32 .06
437-247 2x1/2 1-5/8 7/8 .17
437-248 2x3/4 1-9/16 9/16 .16
437-249 2x1 1-9/16 17/32 .17
437-250 2x1-1/4 1-19/32 11/32 .18
437-251 2x1-1/2 1-9/16 1/4 .13
437-287 2-1/2x1/2 2-1/4 1-7/16 .32

MALE ADAPTER
Spigot x Mipt

Part Number Size L N Approx. Wt. (Lbs.)

461-005 1/2 1-11/16 11/32 .03

461-007 3/4 2 13/32 .04

461-010 1 2-1/4 11/32 .06

461-131 1x3/4 1-15/16 1/4 .06

461-012 1-1/4 2-9/32 9/32 .09

461-015 1-1/2 2-7/16 5/16 .12

461-020 2 2-9/16 3/8 .17
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