
Schedule 80 PVC Technical Information

Schedule 80 Tank Adapters

Made in the U.S.A. Suitable for Oil-Free air handling to 25 psi, not for distribution of compressed air or gas    Page 422
Due to Material Cost Variations, Prices Subject to Change. Check On-line Catalog @ www.spearsmfg.com

NEW STYLE - TANK ADAPTER 
Fipt x Fipt   
Dimensions Also Applicable 
to 8172E-XXX & 8172V-XXX

Part Number Size L L1 M M1 N R Approx. Wt. (Lbs.)
8172-002 1/4 2-1/2 1-13/16 1-1/2 1-1/16 1-5/16 1/2 .10

8172-003 3/8 2-1/2 1-13/16 1-5/8 1-3/16 1-3/8 1/2 .13

8172-005 1/2 2-15/16 2-3/16 2-1/16 1-3/16 1-13/32 5/8 .23

8172-007 3/4 2-15/16 2-15/32 2-1/4 1-5/8 1-1/2 5/8 .25

8172-010 1 3-5/16 2-13/16 2-5/8 1-31/32 1-1/4 5/8 .36

8172-012 1-1/4 3-13/32 2-27/32 3-3/32 2-5/16 1-17/32 5/8 .50

8172-015 1-1/2 3-19/32 3-1/16 3-19/32 2-21/32 1-11/16 5/8 .68

8172-020 2 4-1/8 3-1/4 4-7/8 3-1/4 2-3/16 3/4 1.34

8172-025 2-1/2 4-7/8 3-7/8 5-1/4 3-13/16 2-1/4 1 1.91

8172-030 3 5-1/2 4-1/2 6 4-9/16 2-11/16 1 2.80

8172-040 4 5 4 7-1/2 5-1/2 2 1-1/4 3.53

8172-060 6 5 4-3/16 9-7/8 7-31/32 1-5/32 1-1/4 5.90

150 psi @ 73°F
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NEW STYLE - TANK ADAPTER 
Fipt x SR Fipt   
Dimensions Also Applicable to 8172E-XXXSR & 8172V-XXXSR
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Part Number Size L L1 M M1 N R Approx. Wt. (Lbs.)
8172-002SR 1/4 2-1/2 1-7/8 1-9/16 1-1/16 1-5/16 1/2 .12

8172-003SR 3/8 2-1/2 1-13/16 1-5/8 1-3/16 1-3/8 1/2 .14

8172-005SR 1/2 2-15/16 2-3/16 2-1/16 1-7/32 1-13/32 5/8 .24

8172-007SR 3/4 2-15/16 2-15/32 2-1/4 1-5/8 1-3/16 5/8 .26

8172-010SR 1 3-15/16 2-19/32 2-5/8 1-31/32 1-1/4 5/8 .38

8172-012SR 1-1/4 3-13/32 2-27/32 3-3/32 2-5/16 1-17/32 5/8 .50

8172-015SR 1-1/2 3-5/8 2-13/16 3-5/8 2-11/16 1-3/4 5/8 .73

150 psi @ 73°F


