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FEATURES
 • Used to connect fire hose to a standpipe or sprinkler system
 • Fire Hose Female x Male threaded connection
 • Washer seal on Fire end
 • Thread seal on Thread end 

PART MATERIALS & QUANTITY 
• Brass C38500 MODI
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HYDRANT ADAPTERS
FNW 9305, 9306

BRASS FEMALE TO MALE HEX NIPPLE 

Note: Tolerance: Cast Dim.: +/-0.03" Machining Dim.: +/-0.02"

PRODUCT SPECIFICATIONS

PARTS BREAKDOWN

Size Part Number

1-1/2 FNW9300J

2-1/2 FNW9300L

REPLACEMENT BUNA GASKETS

Note: Only compatible with Female NST adapters 

PRODUCT CODE DESCRIPTION WEIGHT

FNW9305JJ 1-1/2 FNPT X 1-1/2 MNST HEX NIP 0.639

FNW9305KJ 2 FNPT X 1-1/2 MNST HEX NIP 0.851

FNW9305KL 2 FNPT X 2-1/2 MNST HEX NIP 1.466

FNW9305LL 2-1/2 FNPT X 2-1/2 MNST HEX NIP 1.534

FNW9305ML 3 FNPT X 2-1/2 MNST HEX NIP 2.363

FNW9306JJ 1-1/2 FNST X 1-1/2 MNPT HEX NIP 0.556

FNW9306LL 2-1/2 FNST X 2-1/2 MNPT CB HEX NIP 1.221

PRODUCT CODE A B C D E F G SW WASHER

FNW9305JJ 1-1/2 MNST 1-1/2 FNPT 1.67 0.79 0.67 ø1.15 0.63 2.20 --

FNW9305KJ 1-1/2 MNST 2 FNPT 1.73 0.84 0.67 ø1.51 0.63 2.72 --

FNW9305KL 2-1/2 MNST 2 FNPT 1.43 0.84 1.00 ø2.48 -- 3.19 --

FNW9305LL 2-1/2 MNST 2-1/2 FNPT 2.38 1.22 1.00 ø2.48 0.94 3.19 --

FNW9305ML 2-1/2 MNST 3 FNPT 2.59 1.34 1.00 ø2.48 1.06 3.94 --

FNW9306JJ 1-1/2 MNPT 1-1/2 FNST 1.56 0.62 0.79 ø1.42 0.39 2.28 V

FNW9306LL 2-1/2 MNPT 2-1/2 FNST 2.28 0.80 1.22 ø2.40 0.63 3.39 V


