
FEATURES
 • Body made of high strength ductile iron per ASTM A536
 • Straps are 5/8" AISI C1010 steel, zinc plated with trivalent seal.  Each strap has a 5/8" flat bearing  
  surface.  For saddles 3" or smaller, straps are 1/2"
 •  Gasket is EPDM rubber, ASTM D2000
 • Finish on saddle body is fusion-bonded epoxy coating
 • UL Classified to ANSI/NSF Standard 61
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F202 DOUBLE STRAP IRON SERVICE SADDLES

Iron Service Saddles - (F202-xxx-TAP style)

SUBMITTAL INFORMATION 

CC (AWWA) Tඐකඍඉඌ
Tඐකඍඉඌ Cඌඍ Nඝඕඊඍක ✓ Sඝඊඕඑගගඍඌ Iගඍඕ(ඛ)
3/4" CC CC3
1" CC CC4

1-1/4" CC ∆ CC5
1-1/2" CC CC6

2" CC CC7
IP Tඐකඍඉඌ

Tඐකඍඉඌ Cඌඍ Nඝඕඊඍක ✓ Sඝඊඕඑගගඍඌ Iගඍඕ(ඛ)
1/2" IP ∆ IP1
3/4" IP IP3
1" IP IP4

1-1/4" IP ∆ IP5
1-1/2" IP IP6

2" IP IP7
2-1/2" IP IP8

Oඝගඔඍග Tඉ Cඌඍ

∆ Contact factory for availability

Zinc Plated Carbon Steel Straps

 * Saddles for this pipe range are not available with 2" CC (CC7) or 2-1/2" IP (IP8) threads.
 ** These saddles with 2" CC (CC7) or 2-1/2" IP (IP8) taps only fi t 4.80" O.D. pipe.
  Example: F202-480-CC7 fi ts 4.80 pipe O.D. only
▲  This saddle is only available with 2" CC (CC7) or 2-1/2" IP (IP8) taps

Nඕ. 
Pඑඍ
Sඑජඍ

O.D.
Rඉඖඏඍ

Aකච.
Wග. Lඊඛ.

Cඉගඉඔඏ
Nඝඕඊඍක

✓ Sඝඊඕඑගගඍඌ
Iගඍඕ(ඛ)

2" 2.35 - 2.50 2.8 F202-250-TAP
2-1/2" 2.75 - 2.90 2.8 F202-290-TAP

3" *3.46 - 3.80 4.8 F202-380-TAP
*3.80 - 4.25 5.5 F202-425-TAP

4"
**4.26 - 4.80 5.4 F202-480-TAP

▲ 4.74 - 5.00 5.4 F202-500-TAP
*4.74 - 5.26 5.4 F202-526-TAP

▲ 4.97 - 5.26 5.4 F202-526-TAP

6"
5.94 - 6.69 6.5 F202-669-TAP
6.63 - 6.90 6.5 F202-690-TAP
6.84 - 7.60 6.8 F202-760-TAP

8"
7.93 - 8.71 7.4 F202-871-TAP
8.63 - 9.05 7.4 F202-905-TAP
8.99 - 9.79 8.2 F202-979-TAP

10"
10.00 - 10.75 10.4 F202-1075-TAP
10.75 - 11.10 11.5 F202-1110-TAP
11.10 - 12.12 11.5 F202-1212-TAP

12"
12.00 - 12.75 12.5 F202-1275-TAP
12.75 - 13.20 12.5 F202-1320-TAP
13.20 - 14.38 12.5 F202-1438-TAP

14" 15.30 - 16.25 16.0 F202-1625-TAP
16.30 - 17.25 16.5 F202-1725-TAP

16" 17.40 - 18.40 17.0 F202-1840-TAP
18.50 - 19.25 17.3 F202-1925-TAP

18" 19.50 - 20.50 20.8 F202-2050-TAP
20" 21.20 - 22.20 21.3 F202-2220-TAP

22.50 - 23.50 24.0 F202-2350-TAP
24" 23.80 - 24.80 24.5 F202-2480-TAP

25.60 - 26.50 31.7 F202-2650-TAP
30" 31.74 - 32.74 42.0 F202-3274-TAP

Threads -
CC or IP per AWWA C800

Zinc Plated Washers 
(open lug side)

EPDM Gasket

Finish: Epoxy Coating

Closed Lug

Zinc Plated 
Steel Nuts

Nylatron
Washers
(both sides)


