
Features
• Round, preforated strainer shower drain.
• For use with 2" metal or plastic pipe, includes 2" plastic pipe

gasket/bushing.
• For acrylic, fiberglass, Cast Iron or Vikrell shower receptors.

Material
• Solid brass construction.

Codes/Standards
ASME A112.18.2/CSA B125.2

KOHLER® One-Year Limited Warranty
See website for detailed warranty information.

Available Colors/Finishes
Color tiles intended for reference only.

DescriptionCodeColor

Polished ChromeCP

Vibrant® Polished NickelSN

Vibrant® French GoldAF

Vibrant® Polished BrassPB

Vibrant® Moderne Brushed GoldBGD

Brushed ChromeG

Vibrant® Brushed NickelBN

Vibrant® Brushed BronzeBV

Oil-Rubbed Bronze2BZ

Matte BlackBL

Polished GoldAU

Vibrant TitaniumTT

Vintage NickelVNT
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Seal To Meet
Local Codes

1-15/16"
(49 mm)

3-1/16" (78 mm)

2-7/8" (73 mm)

2-1/2" (64 mm)

1-1/4"
(32 mm)
Max

Ø 4-3/8" (111 mm)

Seal To Meet
Local Codes

4-1/2" (114 mm)

NotesTechnical Information
Install this product according to the installation
guide.

All product dimensions are nominal.
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