
Product Features
• PVC shower drain
• Square solid brass strainer
• Designed for use on tile or marble shower bases where a shower
   pan liner is used
• Weep holes in drain assembly allow drainage from the pan liner
• Beveled �ashing body for easy sub�oor installation
• Caution: Do not use oil-based putty with plastic drains
• Adjustable strainer height
•  2" or inside 3" schedule 40 DWV pipe PVC connection
• cCUPC/IAPMO listed

Square Tile-in Shower Drain
  

PF607 series

PF607MB

Model Numbers 

PF607ZBN
PF607MB

PF607CP

 

 

 

 

Product Specifications

1-1/4" (49 mm) Min
2-3/8" (60 mm) Max

2-7/8" (73 mm)

2-11/16" (68 mm)

6-1/8"(155 mm)

4-1/2" (115 mm)
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3" (78.3 mm)

Speci�cations

Chrome
PVD Brushed nickel
Matte black

* All measurements are nominal. Please verify before actual installation.

 

Warranty and Codes 
 
 

This product comes complete with installation, operating, care and maintenance instructions.
This PROFLO faucet carries a limited lifetime warranty when installed in residential
applications. The warranty is �ve years in commercial applications. This product meets
ASME: A112.18.2./CSA B125.2
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