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FEATURES
 • Used to change the pipe size, reverse the sex of the fitting or 
change the thread type

 • Fire Hose Female x Male threaded connection
 • Pin Lug
 • Washer seal on Female NST end & Female NYC end
 • Thread seal on Male NPT end & Male GHT (Garden 
Hose Thread)

 • Special Thread 2-1/2” NY Corporation  (ODM=3.000"/TPI=8)
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HYDRANT ADAPTERS
FNW 9302, 9303, 9309, 9310

BRASS HYDRANT ADAPTERS  

Note: Tolerance: Cast Dim.: +/-0.03" Machining Dim.: +/-0.02"

PRODUCT CODE DESCRIPTION WEIGHT

FNW9303JF 1-1/2 FNST X 3/4 MGHT BRS ADPT PIN 0.476

FNW9310LF 2-1/2 FNST X 3/4 MGHT HYD RED 0.840

FNW9309LF 2-1/2 FNST X 3/4 MNPT HYD RED 0.855

FNW9302LG 2-1/2 FNST X 1 MNPT BRS ADPT PIN LU 0.939

FNW9309LJ 2 1/2 FNST X 1 1/2 MNPT HYD ADPT 0.924

FNW9309LK 2-1/2 FNST X 2 MPT HYD RED 1.054

FNW9302LK 2-1/2 FNYC X 2 FNPT BRS ADPT PIN LU 1.098

PRODUCT SPECIFICATIONS

PARTS BREAKDOWN

Size Part Number

1-1/2 FNW9300J

2-1/2 FNW9300L

REPLACEMENT BUNA GASKETS

Note: Only compatible with Female NST adapters 

PRODUCT CODE A B C D E F G H WASHER

FNW9303JF 1-1/2 NST ø2.10 0.71 ø2.30 ø0.72 3/4 GHT 0.72 1.58 V

FNW9310LF 2-1/2 NST ø3.18 0.80 ø3.35 ø0.72 3/4 GHT 0.70 1.65 V

FNW9309LF 2-1/2 NST ø3.18 0.80 ø3.35 ø0.72 3/4 NPT 0.70 1.65 V

FNW9302LG 2-1/2 NST ø3.18 0.80 ø3.35 ø0.69 1 NPT 0.69 1.64 V

FNW9309LJ 2-1/2 NST ø3.18 0.80 ø3.35 ø1.56 1-1/2 NPT 0.94 1.88 V

FNW9309LK 2-1/2 NST ø3.18 0.80 ø3.35 ø1.90 2 NPT 0.84 1.78 V

FNW9302LK 2-1/2 NYC ø3.13 0.80 ø3.35 ø1.90 2 NPT 0.84 1.78 V

PART MATERIALS & QUANTITY 
• Brass C38500 MODI


