
Used on the submersed end of suction hoses to prevent debris 
from entering the pump during operation. 

FEATURES
 • NPSM threaded connection
 • Thread seal

PART MATERIAL
 • Zinc-plated steel

PRODUCT SPECIFICATIONS

HYDRANT ADAPTERS
FNW 9308

FNW.COM We reserve the right to modify or improve the designs or 
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PRODUCT CODE DESCRIPTION WEIGHT

FNW9308K 2 STD THRD RND HOLE STRN 1.997

FNW9308L 2-1/2 STD THRD RND HOLE STRN 2.134

FNW9308M 3 STD THRD RND HOLE STRN 2.765

FNW9308P 4 STD THRD RND HOLE STRN 2.904

FNW9308U 6 STD THRD RND HOLE STRN 5.687

SIZE A B C D E(ø) F THREAD

2" 5.91 3.82 4.13 0.05 0.37 0.06 NPS

2-1/2" 5.91 3.82 4.13 0.05 0.37 0.06 NPS

3" 6.97 5.12 5.51 0.05 0.37 0.06 NPS

4" 6.97 5.12 5.51 0.05 0.37 0.06 NPS

6" 8.94 9.06 9.06 0.06 0.98 0.06 NPS

Note: Tolerance: Cast Dim.: +/-0.03"; Machining Dim.: +/-0.02"

PARTS BREAKDOWN


