KOHLER
Riff® | K-TS23952-4

Rite-Temp® valve trim

Features

« Asingle handle controls both on/off activation and temperature
setting

»  ADA-compliant ergonomic handle P

» Coordinates with other products in the Riff collection

Available Colors/Finishes

Color tiles intended for reference only.

CP  Polished Chrome

SN Vibrant Polished Nickel

BN  Vibrant Brushed Nickel

BL Matte Black

2MB Vibrant Brushed Moderne Brass

NN
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KOHLER

Riff® | K-TS23952-4

Rite-Temp® valve trim

Codes/Standards

ADA, OBC, CSA B651 compliant when installed to the specific
requirements of these regulations.

ASME A112.18.1/CSA B1251
ADA

ICC/ANSI A1171

CSA B651

OBC

Technical Information

All product dimensions are nominal.

Handle

Handle Style/ Type: Lever
Valves

Required Valve: Pressure Balance
Material

Premium material construction with metal handle ensures
reliability and durability

KOHLER finishes resist corrosion and tarnishing

Recommended Products/Accessories

K-23723 Faucet cleaner

Required Products/Accessories

- K-8304 Series Rite-Temp® Valve & Cartridge Kits

or
- K-8300 Series Rite-Temp® Valve Body Rough-ins

- K-8305 Series Rite-Temp® Cartridges

or
- K-8300 Series Rite-Temp® Valve Body Rough-ins (QTY 2)

- K-8305 Series Rite-Temp® Cartridges

Warranty

See website for detailed warranty information.

KOHLER® Faucet Lifetime Limited Warranty
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KOHLER Riff® | K-TS23952-4

Rite-Temp® valve trim

I-K-2971-KS, K-8300 Valve |
K-304 Valves Series

I I
I N . I
R
3 7 = Iz‘—"’r—
Pl BT
I S
Lo Sk |
| Y vl T y 6-7/16"
| H3m= e SO 6-7/16 (164 mm
TN = - (106 mm) ( )
I - I [ H
| Finished Wall |
| *If 3-1/2" (89 mm) to |
| 4-1/4" (108 mm) use I\\ |——
deep roughing-in kit.
| deep roughing-inkit. RN T 1. 6716
\Il (164 mm)
-— 3-7/16"
(87 mm)
Installation
» Wall-mount
Installation Notes
Install this product according to the installation instructions.
ADA, OBC, CSA B651 compliant when installed to the specific
requirements of these regulations.
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